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Notes, Notices, and Cautions 

に NOTE: A NOTE indicates important information that helps you make better use of your computer. 

NOTICE: A NOTICE indicates either potential damage to hardware or loss of data and tells you howto avoid the 
problem. 

/tv CAUTION: A CAUTION indicates a potential for property damage, personal injury, or death. 

Abbreviations and Acronyms 

For a complete list of abbreviations and acronyms, see the Glossary in your User’s Guide. 

If you purchased a Dell™ n Series computer, any references in this document to Microsoft® Windows® 
operating svstems are not applicable. 
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Finding Information 

に NOTE: Some features may not be available for your computer or in certain countries. 
。 NOTE: Additional information may ship with your computer. 


What Are You Looking For? 

• A diagnostic program for my computer 

• Drivers for my computer 

• My computer documentation 

• My device documentation 

• Desktop System Software (DSS) 


• How to set up my computer 

• How to care for my computer 

• Basic troubleshooting information 

• How to run the Dell Diagnostics 

• Error codes and diagnostic lights 

• I low to remove and install parts 

• Mow to open my computer cover 


Find It Here 

Drivers and Utilities CD (also known as ResourceCD) 

Documentation and drivers are already installed on your 
computer. You can use the CD to reinstall drivers, run the 
"Dell Diagnostics" on page 34, or access your 
documentation. 

Readme files may be 
included on your CD to 
provide last-minute 
updates about technical 
changes to your 
computer or advanced 
technical-reference 
material for technicians 
or experienced users. 

NOTE: Drivers and documentation updates can be found at 
suppo け . dell.com. 
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NOTE: This document is available as a PDF at 
support.dell.com. 
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o What Are You Looking For? 


ii • Warranty information 

の 

• Terms and Conditions (U.S. only) 
o • Safety instructions 

• Regulatory information 

の • Ergonomics information 

E • End User License Agreement 

o 

o 


の 

で 

i 

ミ 

ミ - 

• How to remove and replace parts 

• Specifications 

• Mow to configure system settings 

• Mow to troubleshoot and solve problems 


• Service Tag and Express Service し ode 

• Microsoft Windows License Label 


Find It Here 


Dell™ Product Information Guide 



User's Guide 

Microsoft® Windows® XP Help and Support Center 

1 Click the Start button and click Help and Support. 

2 Click User’s and system guides and click User’s guides. 

The User’s Guide is also available on the Drivers and 
Utilities CD. 


Service Tag and Microsoft® Windows® License 

These labels are located on your computer. 


• Use the Service Tag to 
identify your 
computer when you 
use suppo け . dell.com 
or contact technical 
support. 

• Enter the Express 
Service Code to direct 
your call when 
contacting technical 
support. 
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What Are You Looking For? 


Find It Here 


• Solutions — Troubleshooting hints and tips, articles 
from technicians, online courses, frequently asked 
questions 

• Community — Online discussion with other Dell 
customers 

• Upgrades — Upgrade information for components, such 
as memory, the hard drive, and the operating system 

• Customer Care — Contact information, service call and 
order status, warranty, and repair information 

• Service and support — Service call status and support 
history, service contract, online discussions with 
technical support 

• Reference — Computer documentation, details on my 
computer configuration, product specifications, and 
white papers 

• Downloads — Certified drivers, patches, and software 
updates 

• Desktop System Software (DSS) — If you reinstall the 
operating system for your computer, you should also 
reinstall the DSS utility. DSS provides critical updates 
for your operating system and support for Dell™ 

弓 . 弓 - inch USB floppy drives, Intel® Pentium® M 
processors, optical drives, and USB devices. DSS is 
necessary for correct operation of your Dell computer. 
The software automaticallv detects vour computer and 
operating system and installs the updates appropriate 
for vour configuration. 

To download Desktop System Software: 

1 Go to support.dell.com and click Downloads. 

2 Enter vour Service Tag or product model. 

3 In the Download Category drop-down menu, click All. 

4 Select the operating system and operating system 
language for your computer, and click Submit. 

Under Select a Device，scroll to System and 
Configuration Utilities, and click Dell Desktop System 
Software. 

• How to use Windows XP 

• Documentation for my computer 

• Documentation for devices (such as a modem) 


Dell Support Website — support.dell.com 

NOTE: Select your region to view the appropriate support 

site. 

NOTE: Corporate, government, and education customers 
can also use the customized Dell Premier Support website 
at premier.support.dell.com. The website may not be 
available in all regions. 


Windows Help and Support Center 

1 Click the Start button and click Help and Support. 

2 Type a word or phrase that describes your problem and 
click the arrow icon. 

3 Click the topic that describes your problem. 

4 Follow the instructions on the screen. 
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o What Are You Looking For? Find It Here 

O - 

ii • How to reinstall my operating system Operating System CD 

の 

The operating system is already installed on your 

o computer. To reinstall your operating system, use the 

ミ Operating System CD. See your User’s Guide for 

Zi instructions. 


E 

o 

o 


の 

で 

i 

ミ 

ミ 


パ-'…ィ 



After vou reinstall vour 
operating system, use the 
optional Drivers and 
Utilities CD to reinstall 
drivers for the devices 
that came with your 
computer. 

Your operating system 
product key label is 
located on your 
computer. 


NOTE: The color of your CD varies based on the operating 
system you ordered. 

NOTE: The Operating System CD is optional and may not 
ship with your computer. 


• Mow to use Linux 

• E-mail discussions with users of Dell Precision™ 
products and the Linux operating system 

• Additional information regarding Linux and my Dell 
Precision computer 


Dell Supported Linux Sites 

• Linux.dell.com 

• Lists.us.dell.com/niailman/listinfo/linux-precision 
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Setting Up Your Computer (Tower Orientation) 

/tv CAUTION: Before you begin any of the procedures in this section, follow the safety instructions in the 
Product Information Guide. 

You must complete all steps to properly set up your computer. 



Connect the modem orthe network cable. 

O NOTICE: Do not connect a modem cable to the 
network adapter. Voltage from telephone 
communications can damage the network adapter. 

。 NOTE: If your computer has a network card installed, 
connectthe network cable to the card. 
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Connect the monitor. 

Depending on your graphics 
card, you can connect your 
monitor in various ways. 

& NOTE: You may need to use 
the provided adapter or 
cable to connect your 
monitor to the computer. 
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For single- and dual-monhor capable cards with a single connector 


One VGA adapter ： 



Use the VGA adapter when you have a single-monitor 
graphics card and you want to connect your computer to a 
VGA monitor. 

Dual VGA Y cable adapter ： Dual DVI Y cable adapter ： 




Use the appropriate Y cable when your graphics card has a 
single connector and you want to connect your computer 
to one or two VGA monitors. 


Use the appropriate Y cable when your graphics card has a 
single connector and you want to connect your computer 
to one or two DVI monitors. 


The dual-monitor cable is co1(K-c 日 ded; the blue connector is for the primary monitor, and the black 
connector is for the second monitor. To enable dual-monitor support, both monitors must be 
attached to the computer when you start the computer. 
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One DVI connector and one VGA connector: 



Use the appropriate connector(s) when you want to 
connect your computer to one or two monitors. 


Two VGA connectors with one VGA adapter ： 



Use the VGA adapter when you want to connect your 
computer to two VGA monitors. 


For dual-monitor capable cards with two DVI connectors 

Two DVI connectors with two VGA 
adapters ： 


Two DVI connectors: 


Two DVI connectors with one VGA 
adapter ： 



Use the DVI connectors to connect 
your computer to one or two DVI 
monitors. 




Use the VGA adapter to connect a Use two VGA adapters to connect two 
VGA monitor to one of the DVI VGA monitors to the DVI connectors 

connectors on your computer on your computer. 
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Connect the speakers. 

。 NOTE: If your 

computer has a sound 
card installed, connect 
the speakers to the 
card. 



Connect the power 
iBfV cables and turn on the 
computer and monitor. 
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Install additional software or devices. 

Before you install any devices or software that did not come with your computer, read the 
documentation that came with the software or device or contact the vendor to verify that the 
software or device is compatible with your computer and operating system. 

You have now completed the setup for your tower computer. 

Setting Up Your Computer (Desktop Orientation) 

CAUTION: Before you begin any of the procedures in this section, follow the safety instructions in the 
Product Information Guide. 

You must complete all steps to properly set up your computer. 


Connect the keyboard and the 
mouse. 

NOTICE: Do not connect a 
modem cable to the network 
adapter. Voltage from 
telephone communications 
can damage the network 
adapter. 
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Connect the modem orthe 
network cable. 

& NOTE: If your computer 
has a network card 
installed, connect the 
network cable to the card. 



Connect the monitor. 

Depending on your graphics card, you 
can connect your monitor in various 
ways. 

& NOTE: You may need to use the 

provided adapter or cable to connect 
your monitor to the computer. 
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VGA adapter ： 



Use the VGA adapter when you have a single monitor 
graphics card and you want to connect your computer to a 
VGA monitor. 


Dual VGA Y cable adapter ： 


Dual DVI Y cable adapter ： 




Use the appropriate Y cable when your graphics card has a Use the appr 曰 priate Y cable when your 呂 raphics card has a 
sin 呂 le connector and you want to connect your computer single connector and you want to connect your computer 
to one or two VGA monitors. to one or two DVI monitors. 


1 he dual-monitor cable is colcK-coded; the blue connector is for the primary monitor, and the black 
connector is for the second monitor. To enable dual-monitor support, both monitors must be 
attached to the computer when you start your computer. 
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For dual-monitor capable cards with one DVI connector and one VGA connector 

One DVI connector and one VGA connector: Two VGA connectors with one VGA adapter: 



Use the appropriate connector(s) when you want to 
connect your computer to one or two monitors. 



Use the VGA adapter when you want to connect your 
computer to two VGA monitors. 


For dual-monitor capable cards with two DVI connectors 

Two DVI connectors wi 比 two VGA 
adapters: 


Two DVI connectors: 


Two DVI connectors with one VGA 
adapter ： 



Use the DVI connector(s) to connect 
your computer to one or two DVI 
monitors. 



Use the VGA adapter to connect a Use two VGA adapters to connect two 
VGA monitor to one of the DVI VGA monitors t 日比 e DVI connectors 

connectors on your computer. on your computer. 
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に NOTE: If your computer has a sound card installed, connect the speakers to the card. 


Connect the power cables 
and turn on the computer 
and monitor. 

Your desktop computer has an 
optional front IEEE 1394 
connector. This connector is only 
available if you purchased an 
IEEE 1394 card. To purchase a 
card，contact Dell. For 
instructions on contacting Dell 
and for more information on the 
IEEE 1394 card, see your User’s 
Guide. 



Install additional software or devices. 

Before you install anv devices or software that did not come with your computer, read the 
documentation that came with the software or device or contact the vendor to verify that the 
software or device is compatible with your computer and operating system. 

You have now completed the setup for your desktop computer. 
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About Your Computer 

Front View (Tower Orientation) 



1 upper 5.25-inch drive bay 

Holds a CD/DVD drive. 

2 lower 5.25-inch drive bay 

Holds a CD/DVD drive or an optional third hard drive. 

3 upper 3.5-inch drive bay 

Holds an optional fourth hard drive (serial ATA). 

4 lower 5 . 弓 - inch drive bay 

You can use the bay for an optional floppy drive or an optional 

Media Lard Reader. 

5 hard-drive activity lignt 

The hard drive light is on when the computer reads data from or 
writes data to the hard drive. The light might also be on when a 
device such as your CD player is operating. 
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6 

IEEE 1394 connector 
(optional) 

Use the optional IEEE 1394 connectors for high-speed data devices such as digital 
video cameras and external storage devices. 

7 

USB 2.0 connectors (2) 

Use the front USB connectors for devices that you connect occasionally, such as 
flash memory keys or cameras, or for bootable USB devices (see system setup for 
more information on booting to a USB device). 

It is recommended that you use the back USB connectors for devices that typically 
remain connected, such as printers and keyboards. 

8 

Dell™ badge rotation 
notch 

To rotate, place fingers around the outside of the badge, press in, and turn the 
badge. You can also rotate the badge using the slot provided near the bottom of 
the badge. 

9 

power button 

Press to turn on the computer. 

NOTICE: To avoid losing data, do not use the power button to turn off the 
computer. Instead, perform an operating system shutdown. 

NOTE: The power button can also be used to wake the computer or to place it into a 
power-saving state. See "Power Management" in your User's Guide for more 
information. 

10 

power light 

The power light illuminates and blinks or remains solid to indicate different states: 

• No light — The computer is turned off. 

• Steady green — The computer is in a normal operating state. 

• Blinking green — The computer is in a power-saving state. 

• Blinking or solid amber — See "Power Problems'* in your User's Guide. 

To exit from a powe 卜 saving state, press the power button or use the keyboard or 
the mouse if it is configured as a wake device in the Windows Device Manager. For 
more information about sleep states and exiting from a powei'-saving state, see 
"Power Management" in your User’s Guide. 

See "Diagnostic Lights" on page 37 for a description of light codes that can help 
you troubleshoot problems with your computer. 

11 

microphone connector 

Use the microphone connector to attach a personal computer microphone for 
voice or musical input into a sound or telephony program. 

12 

headphone connector 

Use the headphone connector to attach headphones. 

13 

diagnostic lights (4) 

Use the lignts to help you troubleshoot a computer problem based on the 
diagnostic code. For more information, see "Diagnostic Lights" on page 37. 

14 

network link light 

The network link light is on when a good connection exists between a 10-Mbps ， 

100 -Mbps, or 1000 -Mbps (or 1-Gbps) network and the computer. 
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Back View (Tower Orientation) 



1 power connector 

Insert the power cable into this connector. 

2 voltage selection switch 

See the safety instructions in the Product Information Guide for more 
information. 

3 back-panel connectors 

Plug serial, USB, and other devices into the appropriate connector. 

4 card slots 

Access connectors for anv installed PCI or PCI Express cards. 
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Front View (Desktop Orientation) 



//I \\ 

12 11 10 98 

1 upper 5.25-inch drive 
bay 

This bay holds a CD/DVD drive. 

2 lower 5.25-inch drive bay 

This bay holds an optional CD/DVD drive or an optional third hard drive (serial 
ATAor SCSI). 

3 3.5-inch drive bay 

You can use the bay for a floppy drive or an optional Media Card Reader. 

4 hard-drive activity light 

The hard-drive activity lignt is on when the computer reads data from or writes 
data to the hard drive. The light might also be on when a device such as your CD 
player is operating. 

5 IEEE 15 弓斗 connector 
(optional) 

Use the optional IEEE 1394 connectors for high-speed data devices such as digital 
video cameras and external storage devices. 
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6 

USB 2.0 connectors (2) 

Use the front USB connectors for devices that you connect occasionally, such as 
flash memory keys or cameras, or for bootable USB devices (see system setup for 
more information on booting to a USB device). 

It is recommended that you use the back USB connectors for devices that typically 
remain connected, such as printers and keyboards. 

7 

power button 

Press to turn on the computer. 

NOTE: The power button can also be used to wake the computer or to place it into a 
power-saving state. See "Power Management" for more information. 

NOTICE: To avoid losing data, do not use the power button to turn off the 
computer. Instead, perform an operating system shutdown. 

8 

power light 

The power light illuminates and blinks or remains solid to indicate different states: 

• No light — The computer is turned off. 

• Steady green — The computer is in a normal operating state. 

• Blinking green — The computer is in a powei'-saving state. 

• Blinking or solid amber — See "Power Problems." 

To exit from a power-saving state, press the power button or use the keyboard or 
the mouse if it is configured as a wake device in the Windows Device Manager. For 
more information about sleep states and exiting from a powei'-saving state, see 
"Power Management." 

See "Diagnostic Lights" on page 37 for a description of light codes that can help 
you troubleshoot problems with your computer. 

9 

diagnostic lights (4) 

Use the lignts to help you troubleshoot a computer problem based on the 
diagnostic code. For more information, see "Diagnostic Lights" on page 37. 

10 

microphone connector 

Use the microphone connector to attach a personal computer microphone for 
voice or musical input into a sound or telephony program. 

11 

headphone connector 

Use the headphone connector to attach headphones. 

12 

network link light 

The network link light is on when a good connection exists between a 10-Mbps, 

100 -Mbps, or 1000 -Mbps (or 1-Gbps) network and the computer. 
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Back View (Desktop Orientation) 



1 card slots 

Access connectors for any installed PCI or PCI Express cards. 

2 power connector 

Insert the power cable into this connector. 

3 voltage selection switch 

See the safety instructions in the Product Information Guide for more information. 

4 back-panel connectors 

Plug serial, USB, and other devices into the appropriate connector. 


Back-Panel Connectors 
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1 mouse connector 

Plug a standard mouse into the green mouse connector. Turn off the computer 
and any attached devices before you connect a mouse to the computer. If you have 
a USB mouse, plug it into a USB connector. 

If your computer is running the Microsoft® Windows XP operating system, the 
necessary mouse drivers have been installed on your hard drive. 

2 parallel connector 

Connect a parallel device, such as a printer, to the parallel connector. If you have a 
USB printer, plug it into a USB connector. 

NOTE: The integrated parallel connector is automatically disabled if the computer 
detects an installed card containing a parallel connector configured to the same 
address. For more information, see "System Setup Options" in the User’s Guide. 

3 link integrity light 

• Green — A good connection exists between a 10-Mbps network and the 
computer. 

• Orange — A good connection exists between a 100 -Mbps network and the 
computer. 

• Yellow — A good connection exists between a 1000 -Mbps (or 1-Gbps) network 
and the computer. 

• Off — The computer is not detecting a physical connection to the network. 

4 network adapter 

To attach your computer to a network or broadband device, connect one end of a 

connector 

network cable to either a network jack or your network or broadband device. 
Connect the other end of the network cable to the network adapter connector on 
your computer. A click indicates that the network cable has been securely 
attached. 

NOTE: Do not plug a telephone cable into the network connector. 

On computers with an additional network connector card, use the connectors on 
the card and on the back of the computer when setting up multiple network 
connections (such as a separate intra- and extranet). 

It is recommended that you use Category 弓 wiring and connectors for your 
network. If you must use Category ぅ wiring, force the network speed to10 Mbps to 
ensure reliable operation. 

5 network activity light 

Flashes a yellow light when the computer is transmitting or receiving network 
data. A high volume of network traffic may make this light appear to be in a steady 
"on" state. 
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6 

line-in connector 

Use the blue line-in connector to attach a record/playback device such as a cassette 
player, CD player, or VCR. 

On computers with a sound card, use the connector on the card. 

7 

line-out connector 

Use the green line-out connector to attach headphones and most speakers with 
integrated amplifiers. 

On computers with a sound card, use the connector on the card. 

8 

microphone connector 

Use the pink microphone connector to attach a personal computer microphone 
for voice or musical input into a sound or telephony program. 

On computers with a sound card, the microphone connector is on the card. 

9 

USB 2.0 connectors (2) 

Use the back USB connectors for devices that typically remain connected, such as 
printers and keyboards. 

It is recommended that you use the front USB connectors for devices that you 
connect occasionally, such as flash memory keys or cameras, or for bootable USB 
devices. 

10 

USB 2.0 connectors (3) 

Use the back USB connectors for devices that typically remain connected, such as 
printers and keyboards. 

It is recommended that you use the front USB connectors for devices that you 
connect occasionally, such as flash memory keys or cameras, or for bootable USB 
devices. 

11 

serial connector 

Connect a serial device, such as a handheld device, to the serial port. The default 
designations are COMl for serial connector 1 and COM2 for the optional serial 
connector 2. 

For more information, see "System Setup Options" in the User’s Guide. 

12 

keyboard connector 

If you have a standard keyboard，plug it into the purple keyboard connector. If you 
have a USB keyboard, plug it into a USB connector. 
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Inside View 


CAUTION: Before you begin any of the procedures in this section, follow the safety instructions in the 
Product Information Guide. 



1 power supply 

6 

card fan 

2 optional additional fan 

7 

processor fan 

3 system board 

8 

lower 3.5-inch drive bay 

4 hard drive 

9 

upper 弓 . 2 弓 - inch drive bay 

5 processor airflow shroud 

10 

drive cage 
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Cable Colors 


Device 

Color 


Hard drive 

blue cable 


Floppy drive 

black pull tab 


CD/DVD drive 

orange pull tab 


System Board Components 

1 2 

3 4 

5 
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n 

power connector (12VPOWER) 

13 

PCI-Express xl card slot 

B 

memory module connectors 

14 

PCI-Express xl6 up to 150w card slot 

田 

battery socket (BATTERY) 

15 

PCI-Express x8 card slot (wired as x4) 

4 

memory fan connector (FAN MEM) 

16 

PCI card slots (1-3) 

5 

front panel connector 

17 

external light connector (AUX LED) 

6 

main power connector (POWER) 

18 

floppy drive (FLOPPY) 

7 

IDE drive connector (IDE) 

19 

serial connector (SERIAL2) 

8 

SATA connectors (SATA-1, SATA-3, SATA-0, 
SATA-2) 

20 

card cage fan (FAN CARD CAGE) 

9 

RTC reset jumper (RTCRST) 

21 

internal speaker connector (INT SPKR) 

10 

Flexbay connector (FLEXBAY) 

22 

processor fan connector (FAN CPU) 

11 

chassis intrusion header 

23 

processor connector (CPU) 

12 

password jumper (PASS) 




Locating Your Users Guide 

Your User’s Guide contains additional information about your computer such as ； 

• Technical specifications 

• Information for changing the orientation of your computer from a desktop to a tower 

• Front and back views of your computer, including all of the available connectors 

• Inside views of vour computer, including a detailed graphic of the system board and the 
connectors 

• Instructions for cleaning your computer 

• Information on software features, such as LegacySelect Technology control, using a password, 
and system setup options 

• Tips and information for using the Microsoft Windows XP operating system 

• Instructions for removing and installing parts, including memory, cards, drives, the 
microprocessor, and the battery 

• Information for troubleshooting various computer problems 

• Instructions for using the Dell Diagnostics and reinstalling drivers 

• Information on how to contact Dell 

You can access the User’s Guide from your hard drive or the Dell Support website at 

support.dell,com. 
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To access the User's Guide from your hard drive; 

Click the Start button and click Help and Support. 

To access your Users Guide from the Dell Support website: 

1 Go to support.dell.com. 

2 Follow the prompts on the website that ask you for information specific to your computer. 

3 At the Dell Support website home page, click Reference，click User’s Guides, click Systems, 
and then select your computer. 


Removing the Computer Cover 

业 CAUTION: Before you begin any of the procedures in this section, follow the safety instructions in the 
Product Information Guide. 

CAUTION: To guard against electrical shock, always unplug your computer from the electrical outlet 
before removing the cover. 

O NOTICE: Before touching anything inside your computer, ground yourself by touching an unpainted 
metal surface, such as the metal at the back of the computer. While you work, periodically touch an 
unpainted metal surface to dissipate any static electricity that could harm internal components. 

O NOTICE: To avoid losing data, save and close any open files and exit any open programs before you turn 
off your computer. 

1 Shut down the operating system: 

a Save and close any open files, exit any open programs, click the Start button，and then 
click Turn Off Computer. 

b In the Turn off computer window, click Turn off. 

The computer turns off after the operating system shutdown process finishes. 

2 Ensure that the computer and any attached devices are turned off. If your computer and 
attached devices did not automatically turn off when you shut down your operating system ， 
turn them off now. 

3 If you have installed a security cable, remove it from the security cable slot. 

O NOTICE: Ensure that you are working on a level, protected surface to avoid scratching either the 
computer or the surface on which it is resting. 

4 Lay your computer on a flat surface with the computer cover facing 叩 . 

5 Pull back the cover latch release. 
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cover latch release 



6 Locate the three hinge tabs on the edge of the computer. 

7 Grip the sides of the computer cover and pivot the cover 叩 ， using the hinges as leverage 
points. 

8 Release the cover from the hinge tabs and set it aside in a secure location. 

Caring for Your Computer 

To help maintain your computer, follow these suggestions: 

• To avoid losing or corrupting data, never turn off your computer when the hard drive light is on. 

• Schedule regular virus scans using vims software. 

• Manage hard drive space by periodically deleting unnecessary files and defragmenting the 
drive. 

• Back up files on a regular basis. 

• Periodically clean your monitor screen, mouse, and keyboard (see your User’s Guide for more 
information). 
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Solving Problems 


Troubleshooting I'ips 

Perform the following checks when you troubleshoot your computer ： 

• If you added or removed a part before the problem started，review the installation procedures 
and ensure that the part is correctly installed. 

• If a peripheral device does not work，ensure that the device is properly connected. 

• If an error message appears on the screen, write down the exact message. The message may 
help technical support personnel diagnose and fix the problem(s). 

• If an error message occurs in a program, see the program’s documentation. 

• If the recommended action in the troubleshooting section is to see a section in your Us 色 r’s 
Guide, go to support,dell,com (on another computer if necessary) to access your User’s 
Guide. 

Resolving Software and Hardware Incompatibilities 

If a device is either not detected during the operating system setup or is detected but incorrectly 
configured, you can use the Hardware Troubleshooter to resolve the incompatibility. 

To resolve incompatibilities using the Hardware Troubleshooter ： 

1 Click the Start button and click Help and Support. 

2 Type hardware troubleshooter in the Search field and click the arrow to start the search. 

3 Click Hardware Troubleshooter in the Search Results list. 

4 In the Hardware Troubleshooter list, click I need to resolve a hardware conflict on my 
computer, and click Next. 

Using Microsoft® Windows® XP System Restore 

The Microsoft Windows XP operating system provides System Restore to allow you to return your 
computer to an earlier operating state (without affecting data files) if changes to the hardware ， 
software, or other system settings have left the computer in an undesirable operating state. See the 
Windows Help and Support Center (see "Finding Information" on page 5) for information about 
using System Restore. 

O NOTICE: Make regular backups of your data files. System Restore does not monitor your data files or 
recover them. 

Creating a Restore Point 

1 Click the Start button and click Help and Support. 

2 Click System Restore. 

3 Follow the instructions on the screen. 


32 I Quick Reference Guide 



Restoring the Computer to an Earlier Operating State 

O NOTICE: Before you restore the computer to an earlier operating state, save and close any open files 
and exit any open programs. Do not alter, open, or delete any files or programs until the system 
restoration is complete. 

1 Click the Start button，point to All Programs^ Accessories^ System Tools, and then click 
System Restore. 

2 Ensure that Restore my computer to an earlier time is selected and click Next. 

3 Click a calendar date to which you want to restore your computer. 

The Select a Restore Point screen provides a calendar that allows you to see and select restore 
points. All calendar dates with available restore points appear in boldface type. 

4 Select a restore point and click Next. 

If a calendar date has only one restore point, then that restore point is automatically selected. 
If two or more restore points are available, click the restore point that you prefer. 

日 Click Next. 

The Restoration し omplete screen appears after System Restore finishes collecting data and 
then the computer restarts. 

6 After the computer restarts, click OK. 

To change the restore point, you can either repeat the steps using a different restore point，or you 
can undo the restoration. 

Undoing the Last System Restore 

NOTICE: Before you undo the last system restore, save and close all open files and exit any open 
programs. Do not alter, open, or delete any files or programs until the system restoration is complete. 

1 Click the Start button，point to All Programs^ Accessories^ System Tools, and then click 
System Restore. 

2 Click Undo my last restoration and click Next. 

3 Click Next. 

The System Restore screen appears and the computer restarts. 

4 After the computer restarts, click OK. 

Enabling System Restore 

If you reinstall Windows XP with less than 200 MB ot free hard-disk space available，System 
Restore is automatically disabled. To see if System Restore is enabled ： 

1 Click the Start button and click Control Panel. 

2 Click Performance and Maintenance. 

3 Click System. 
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4 C じ ck 比 e System Restore tab. 

日 Ensure that lurn off 3vstem Restore is unchecked. 

Using the Last Known Good Configuration 

1 Restart your computer and press く FS> when the message Please select the 
operating system to start appears. 

2 Highlight Last Known レ ood Configuration，press く Enter >， press く 1>，and then select your 
operating system when prompted. 

Other Options to Help Resolve Additional Device or Software Conflicts 

NOTICE ： The following processes erase all of the information on your hard drive. 

• Reinstall your operating system using the operating system installation guide and Operating 
System CD. 

During the operating system reinstallation, you can select to delete the existing partitions and 
reformat your hard drive. 

• Reinstall all drivers, beginning with the chipset, using the Urivers and Utilities CD. 

Dell Diagnostics 

/Tv CAUTION: Before you begin any of the procedures in this section, follow the safety instructions in the 
Product Information Guide. 

When to Use the Dell Diagnostics 

If you experience a problem with your computer, perform the checks in "Solving Problems" on 
page 32 and run the Dell Diagnostics before you contact Dell for technical assistance. 

It is recommended that you print these procedures before you begin. 

O NOTICE: The Dell Diagnostics works only on Dell™ computers. Using this program with other computers 
can cause incorrect computer responses or result in error messages. 

The Dell Diagnostics allow you to ： 

• Perform quick checks or extensive tests on one or all devices 

• Choose how many times a test is run 

• Display or print test results or save them in a file 

• Suspend testing if an error is detected or terminate testing if a certain number of errors occur 

• Access online Help screens that describe the tests and how to run them 

• Read status messages that tell you whether tests completed successfully 

• Receive error messages if problems are detected 
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Starting the Dell Diagnostics From Your Hard Drive 

1 Turn on (or restart) your computer. 

2 When the DELL™ logo appears，press く F12> immediately. 

& NOTE: If you see a message stating that no diagnostics utility partition has been found, see "Starting the 
Dell Diagnostics From the Drivers and Utilities CD" on page 35. 

If you wait too long and the operating system logo appears, continue to wait until you see the 
Microsoft Windows desktop. Then shut down your computer and try again. For more 
information on shutting down your computer, see your User’s Guide. 

3 When the boot device list appears, highlight Boot to Utility Partition and press <Enter>. 

4 When the Dell Diagnostics Main Menu appears, select the test you want to run. For more 
information on the tests, see your User’s Guide. 

Starting the Dell Diagnostics From the Drivers and Utilities CD 

1 Insert the Drivers and Utilities CD. 

2 Shut down and restart the computer. For more information on shutting down your computer, 
see your User’s Guide. 

3 When the DELL logo appears, press <F12> immediately. 

If you wait too long and the Windows logo appears, continue to wait until you see the 
Windows desktop. Then shut down your computer and try again. For more information on 
shutting down your computer, see your User’s Guide. 

に NOTE: The next steps change the boot sequence for one time only. On the next start-up, the computer 
boots according to the devices specified in system setup. 

4 When the boot device list appears, highlight IDE CD-ROM Device and press <Enter>. 

日 Select 比 e IDE CD-ROM Device option from the CD boot menu. 

6 Select the Boot from CD-ROM option from the menu that appears. 

7 Type 1 to start the 民 esourceCD menu. 

8 Type 2 to start the Dell Diagnostics. 

9 Select Run the 32 Bit Dell Diagnostics from the numbered list. If multiple versions are listed, 
select the version appropriate for your computer. 

10 When the Dell Diagnostics Main Menu appears, select the test you want to run. For more 
information on the tests, see your User’s Guide. 
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Before You Start Testing 

CAUTION: Before you begin any of the procedures in this section, follow the safety instructions in the 
Product Information Guide. 

• Turn on your printer if one is attached. 

• Enter system setup, review your computer's configuration information，and enable all of your 
computer’s components and devices, such as connectors. 

Beep Codes 

Your computer might emit a series of beeps during start-up if the monitor cannot display errors or 
problems. This series of beeps，called a beep code, identifies a problem. One possible beep code 
(code 1-3-1) consists of one beep，a burst of three beeps, and then one beep. This beep code tells 
you that the computer encountered a memory problem. 

If a beep code is emitted, write it down and look it up in the following table. 


Code 

Cause 

1-1-2 

Microprocessor register failure 

1-1-3 

NVRAM read/write failure 

1-1-4 

ROM BIOS checksum failure 

1-2-1 

Programmable interval timer failure 

1-2-2 

DMA initialization failure 

1-2-3 

DMA page register read/write failure 

1-3 

Video Memory Test failure 

1-3-1 比 rough 2-4-4 

Memory not being properly identified or used 

1-3-2 

Memory problem 

3-1-1 

Slave DMA register raiiure 

3-1-2 

Master DMA register failure 

3-1-3 

Master interrupt mask register failure 

3-1-4 

Slave interrupt mask register failure 

3-2-2 

Interrupt vector loading failure 

3-2-4 

Keyboard Controller Test failure 

3-3-1 

NVRAM power loss 

3-3-2 

Invalid NVRAM configuration 

3-3-4 

Video Memory Test failure 

3-4-1 

Screen initialization failure 
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Code 

Cause 

3-4-2 

Screen retrace failure 

3-4-3 

Search for video ROM failure 

4-2-1 

No timer tick 

4-2-2 

Shutdown failure 

4-2-3 

Gate A20 failure 

4-2-4 

Unexpected interrupt in protected mode 

4-3-1 

Memory failure above address OFFFFh 

4-3-3 

Timer-chip counter 2 failure 

4-3-4 

Time-of-day clock stopped 

4-4-1 

Serial or parallel port test railure 

4-4-2 

Failure to decompress code to shadowed memory 

4-4-3 

Math-coprocessor test failure 

4-4-4 

Cache test raiiure 


Error Messages 

NOTE: If the message is not listed, see the documentation for either the operating system or the program 
that was running when the message appeared. 

If an error occurs during start-up，a message may be displayed on the monitor identifying the 
problem. See "Error Messages" in the User’s Guide for suggestions on resolving any problems. 

Diagnostic Lights 

CAUTION: Before you begin any of the procedures in this section, follow the safety instructions in the 
Product Information Guide. 

To help you troubleshoot a problem, your computer has four lights labeled "1，" "2," "5，" and "4" on 
the front. The lights can be off or green. When the computer starts normally, the lights flash. After 
the computer starts, all four lights display solid green briefly and then turn off to indicate normal 
operation. If the computer malfunctions, the pattern of the lights identify the problem. 


Light Pattern Problem Description 


Suggested Resolution 


/T\/o\/^7\/T\ 化 e computer is in a normal off 

condition or a possible pre-BIOS failure 
has occurred. 


Plug the computer into a working 
electrical outlet and press the power 
button. 


NOTE: The diagnostic lights turn off after 
a short time if the computer is in a normal 
operating condition after POST. 
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Light Pattern 

Problem Description 

Suggested Resolution 

©©@@ 

A possible BIOS failure has occurred ； the 
computer is in the recovery mode. 

Run the BIOS Recovery utility, wait for 
recovery completion, and then restart 
the computer. 

©@@@ 

A possible processor failure has occurred. Reinstall the processor and restart the 

computer. 

©◎③ @ 

Memory modules are detected, but a 
memory failure has occurred. 

1 Reseat the memory modules to ensure 
that your computer is successfully 


communicating with the memory. 

2 Restart the computer. 

3 If the problem still exists, remove all 
the memory modules ana install one 
memory module in memory module 
connector 4. 

4 Restart the computer. 

The following message appears: 
Alert! Operating in Debug 
Mode. Please Populate 
Memory in Pairs for Normal 
Operation. 

5 Press <F1 > to boot to the operating 
system. 

6 Run the Dell Diagnostics. See page 34 
for instructions. 

7 If the memory module passes, shut 
down the computer, remove the 
memory module, and then repeat the 
process with the remaining memory 
modules until a memory error occurs 
during start-up or diagnostic testing. 

If the first memory module tested is 
defective, repeat the process with the 
remaining modules to ensure that the 
remaining modules are not defective. 

8 When the defective memory module 
is identified, contact Dell for a 
replacement. For instructions on 
contacting Dell, see your User’s Guide. 

NOTE: If necessary, the computer can 
operate in debug mode until new memory 
modules are installed. 
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Light Pattern Problem Description 

Suggested Resolution 

A possible expansion card failure has 

1 Determine if a conflict exists by 
removing a card (not the graphics 
card) and then restarting the 
computer. For more information on 
removing a card，see your User’s 

Guide. 

2 If the problem persists, reinstall the 
card that you removed, remove a 
different card, and then restart the 
computer. 

3 Repeat this process for each card. If 
the computer starts normally, 
troubleshoot the last card removed 
from the computer for resource 
conflicts (see" 民 esolving Software and 
Hardware Incompatibilities け on 
page 32). 

4 If the problem persists, contact Dell. 
For instructions on contacting Dell, 
see vour User’s Guide. 

/Tv 户 A possible graphics card failure has 
^ 切四 occurred. 

• If the computer has a graphics card, 
remove the card，reinstall it, and then 
restart the computer. 

• If the problem still exists, install a 
graphics card that you know works and 
restart the computer. 

• If the problem persists or the 
computer has integrated graphics, 
contact Dell. For instructions on 
contacting Dell, see your User’s Guide. 

/T\ ✓-TV A possible floppy or hard drive failure 

has occurred. ■ 

Reseat all power and data cables and 
restart the computer. 

✓pv A possible USB failure has occurred. 

Reinstall all USB devices, check cable 
connections, and then restart the 
computer. 
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Light Pattern Problem Description 


©@@@ 


No memory modules are detected. 




System board failure has occurred. 


Suggested Resolution 

1 Reseat the memory modules to ensure 
that your computer is successfully 
communicating with the memory. 

2 Restart the computer. 

3 If the problem still exists, remove all 
the memory modules and install one 
memory module in memory module 
connector 4. 

4 Restart the computer. 

The following message appears: 
Alert! Operating in Debug 
Mode. Please Populate 
Memory in Pairs for Normal 
Operation. 

5 Press <F1 > to boot to the operating 
system. 

6 Run the Dell Diagnostics. See page 34 
for instructions. 

7 If the memory module passes, shut 
down the computer, remove the 
memory module, and then repeat the 
process with the remaining memory 
modules until a memory error occurs 
during start-up or diagnostic testing. 

If the first memory module tested is 
defective, repeat the process with the 
remaining modules to ensure that the 
remaining modules are not defective. 

8 When the defective memory module 
is identified, contact Dell for a 
replacement.For instructions on 
contacting Dell, see your User，s Guide. 

NOTE: If necessary, the computer can 
operate in debug mode until new memory 
modules are installed. 

Contact Dell for technical assistance. 
For instructions on contacting Dell, see 
your User’s Guide. 
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Light Pattern 

Problem Description 

Suggested Resolution 

©© ③ @ 

Memory modules are detected, but a 
memory configuration or compatibility 
error exists. 

• Ensure that no special memory 
module/memory connector placement 
requirements exist. 

• Verify that the memory modules that 
you are installing are compatible with 
your computer. 

• Reinstall the memory modules and 
restart the computer. 

• If the problem persists, contact Dell. 
For instructions on contacting Dell, 
see vour User，s Guide. 


A possible system board resource and/or 
hardware failure has occurred. 

• Perform the procedures in "Resolving 
Software and Hardware 
Incompatibilities" on page ぅム 

• If the problem persists, contact Dell. 
For instructions on contacting Dell, 
see vour User’s Guide. 

©@( 3 )@ 

A possible expansion card failure has 
occurred. 

1 Determine if a conflict exists by 
removing a card (not a graphics card) 
and restarting the computer. 

2 If the problem persists, reinstall the 
card that you removed，remove a 
different card，and then restart the 
computer. 

3 Repeat this process for each card. If 
the computer starts normally, 
troubleshoot the last card removed 
from the computer for resource 
conflicts (see "Resolving Software and 
Hardware Incompatibilities" on 
page 32). 

4 If the problem persists, contact Dell. 
For instructions on contacting Dell, 
see your User’s Guide. 

©@@@ 

Another failure has occurred. 

This pattern also displays when you enter 
system setup and may not indicate a 
problem. 

• Ensure that the cables are properly 
connected to the system board from 
the hard drive, CD drive, and DVD 
drive. 

• If the problem persists, contact Dell. 


For instructions on contacting Dell, 
see your User’s Guide. 
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Light Pattern Problem Description Suggested Resolution 

/T\/o\/o\/T\ 1 he computer is in a n 曰 rmal 日 perating None. 

^^四四妙 condition after POST. 

NOTE: The diagnostic lights turn off after 
a short time if the computer is in a normal 
operating condition after POST 


Frequently Asked Questions 


How Do 1… 

Solution 

Where to Find Additional Information 

Set up my computer to use two 
monitors? 

If your computer has the required 
graphics card to support dual- 
monitor set 叩 ， then look in your 
shipping box for a Y-cable. The 
Y-cable has a single connector on one 
end (plug this connector into the 
back panel) and branches into two 
connectors (plug these connectors 
into the monitor cables). For the 
tower computer, see page 10 and for 
the desktop computer, see page 1 弓 . 

See "Setting Up Your computer 
(Tower Orientation)" on page 9 or 
"Setting Up Your し omputer 
(Desktop Orientation)" on page 14 
for information on connecting dual 
monitors to your computer. 

し onnect mv monitor when the 
monitor cable connector doesn’t 
seem to fit the connector on the 
back of my computer? 

If your graphics card has a DVI 
connector but vour monitor has a 
VGA connector, then you need to use 
an adapter. An adapter should be 
included in the shipping box. 

See "Setting Up Your し曰 inputer 
(Tower Orientation)" on page 9 or 
"Setting Up Your し omputer 
(Desktop Orientation)" on page 14 
for information on connecting 
monitors to vour computer. For more 
information，contact Dell. For 
information on contacting Dell, see 
your User’s Guide. 

し onnect my speakers? 

If you have a sound card installed, 
connect the speakers to the 
connectors on the card. For the tower 
computer, see page 13 and for the 
desktop computer, see page 18. 

See the documentation that came 
with your speakers for more 
information. 


42 


Quick Reference Guide 









How Do 1... 

Solution 

Where to Find Additional Information 

Find the right connectors for my 
USB or IEEE 1394 devices? ^ 

Your tower computer has eight USB 
connectors (two on the front, one 
internal, and five on the back). 

Your desktop computer has eight 

USB connectors (two on the front, 
one internal, and five on the back) 
and an optional front IEEE 1394 
connector. This connector is only 
available if you purchased an IEEE 
1394 card. To purchase a card ， 
contact Dell. For more information 
on the IEEE 1394 card, see your 
User’s Guide. 

See "About Your Computer" on 
page 19 for illustrations of the front 
and back views of vour computer. 

For help locating your User’s レ uide, 
see "Finding Information" on page 5. 

Locate information about the 
hardware and other technical 
specifications for my computer? 

Your User’s Guide has a 
specifications table that provides 
more detailed information about 
your computer and the hardware. To 
locate your User’s Guide, see 
"Finding Information" on page 

Go to the Dell Support website at 
support.delLcom and use one of the 
following support tools: read white 
papers on the latest technology or 
communicate with other Dell users 
at the Dell forum chat room. 

Find documentation for my 
computer? 

The following documentation is 
available for your computer: 

• User’s Guide 

• Product Information Guide 

• System Information Label 

To locate these documents, see 
"Finding Information" on page 

If you lose your documentation, it is 
available on the Dell Support website 
at support.dell.com. 
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注：驱动程巧和说日月文 
件更新位于 
support.dell.com 。 



Drivers and Utilities CD (也称为 ResourceCD) 


• 适用于我的计算机的诊断程序 
• 适用于我的计算机的驱动程序 
• 巧的ホ算机说巧义件 
• 巧的设备说巧义件 
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如何な开主机盖 


快を参考指南 



ま： 此文档的 PDF 版本可な从 support.dell.com 获得。 


保修信息 

条款巧を件（仅限于美国） 
安全说明 
管制信息 
人机工程学信息 
最终用户许可协は 


Deli ™ 产品信息指南 



查找信息 

& 注：一些巧能对于您的计算机或在某些国家或地区可能不适用。 
& 注：其を信息可能随计算机提か。 


ま查找的内容 在化处查找 


述有霞员髙 
自供的人供 
含提改术提。 
包件更技户料 
能文术为用资 
可些技或的考 
D 这机，验参 
C ’算新经术 
的件计更有技 
你 '3 文关新或级 


i d 
り D 
可町 

1;。的 


雌財 
す 〇 
区8 

巧第 。 
牛于伴 
文影文 

HJ U _、 

日ノ ， ncf' 

说序说 
了程的 
装动您 
安驱问 
经装が 
已安者 
上新或 

机重" 

算 D 序 
计 C 程 
於用断 
您使诊 
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ま查找的内容 

在化处查巧 

• 如何卸下和装回部件 
• 规格 

-如何配置系统设置 
-女日何查找及排除故障并解决问题 

用户指南 

Microsoft 感 Wmc/oivs 愈 XP 帮助和支持中也 

1 单击 Start (开始）按钮，然后单击 Help and Support 

(帮助和支持）。 

2 单击 User’s and system guides (用户和系统指南）， 
然后单击 User’s guides (用户指南）。 

User'sGuide (用户指南）也可在 Drivers tmc/[7 む/ぶ es 
CD 上找到。 

-服务标签和快速服务代码 
• Microsoft Windows 许可证标签 

服务お签か Microsoft® Windows® 许巧证 

这些标签位于您的计算机上。 


• 当您使用 
suppo 比 dell.com 或 

联系技术支持部 n 
时，请使用"服务标 
签"来标识您的计算 
机。 

• 当联系技术支持部 n 
时，请输入"快速服 
务代码"来导向您的 
呼叫。 





で .，—.; r ■ 王止 It 一?^で 
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要查巧的内容 在化处查巧 

• 解决方案 一 故障排除的提示和技巧、技术人员的文 Dell ち持 Web 站点一 support.dell.com 

章、在线课程巧常见问题 注：选择您巧处区域な查看相应的ち持な点。 

• 团体一与其他 Dell 客户进斤在线讨め を：公司、政府和教育客户也可使用自定义的 "Dell 

• 升级一组件々日巧存、硬盘驱动器巧操作系统的升级高級巧术ち持" Web な点 premiers 叩 port.dell.com 。 并 
信息 不是巧ち化区都可な巧问该 Web な点。 

• 客户服み中也一联系人信息、服み电话巧な购状あ、 

担保巧修复信息 

• 服务巧支持一服务通话状あ巧支持历史、服み合同、 

与技术支持部 n 的在线讨论 
. 参考 一 计算机说巧义件、有关计算机配置的详情、 

产品规格巧白皮书 

. 下载一经过认证的驱动程序、增补软件巧软件更新 
• 台式机系统软件 （ DSS ) — 如果您的计算机重新安装 
了操作系统，则还应该重新安装 DSS 公用程序 。 DSS 
为您的操作系统提供重要更新，并为 Dell ™ 3.5 英寸 
USB 软盘驱动器、 Intel ® Pentium ® M 处理器、光盘 
驱动器巧 USB ほ备提供支持。 DSS 是正确操作您的 
Delli 十算机巧必需的。该软件将自动检测您的计算机 
巧操作系统，并安装适合于您的配置的更新。 

要下载台ま机系统软件： 

1 访问 support . dell.com , 然お单击 Downloads (下 

载）。 

2输入您的"服务标签"或产品型号。 

3在 Download Category (下载类别）下拉;式莱单中， 

单击 All (所有）。 

4为您的计算机选择操作系统和操作系统语言，然后单 

击 Submit (提交）。 

在 Select a Device (选择设备）下面，滚动到 System 
and Configuration Utilities (系统和配置公用程 
序），然后单击 Dell Desktop System Software (Dell 
台式机系统软件）。 

• 如何使用 Windows XP Windows 帮助和ち持中,。 

• 适用于我的计算机的说明文件 1 单击 Start (开始）按钮，然后单击 Help and Support 

• ほをけ日调制解调器）说巧义件 （帮助巧支持）。 

2键入说巧问题的字或短语，然后单击箭头图标。 

3单击说巧问题的主题。 

4遵循屏幕上的说明操作。 
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要查巧的内容 


在化处查巧 


• 如何重新ま装操作系统 


操作あ统 CD 

您的计算机上已经安装了操作系统。要重新安装操作 
系统，请使用輿/を系遂 CD 。 有关说明，请参阅您的 
《用户指南》。 



重新安装操作系统么 
后，请使用可选 Drivers 
and Utilities CD 为您的 
计算机随附的 i 受备重新 
安装驱动程序。 

您的操作系统产品密朗 
标签位于您的计算机 
上。 


を： 您的 CD 的颜色取 
决于您巧订购的操作系 
统。 


注： 操巧系统じ D 为可选项，可能不会随您的计算机 
提供。 


• か何使用 Linux Dell ミ持的 Linux 站点 

• 通过电子邮件与 Dell Precision ™ 产品巧 Linux 操作系 • Linux . dell.com 
统用户过打げ论 • Lists . us . dell ' com / mailman / listinfo / bnux-precision 

• 有关 Linux 巧我的 Dell Precision 计算机的お加信息 
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安装您的计算机（塔式） 

A 警告：在开お执行本节中的任何ホ骚之前，请違循《产品信息指南》中的を全说巧。 

您必须完成所有步骤 w 便正确安装计算机。 



連接调制解调器或网络电缆。 

〇注意：请匆将调制解调器电缆連接至网络适配 
器。电话通信产生自う电压可损坏网络适配器。 


&注：如果您的计算机已安装了网卡，请将网络电 
缆連接至此卡。 
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ミ 

ミ 

ミ 


@连接显示器。 

您可な多种方式来連接显示 
器，具体連接方式视您的国 
形卡而定。 


& ま： 您可能需要使用提供 
的适配器或を缆来将显示 
器ま接至计算机。 
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对于可用于を显示器かま双显示器并巧有を个達接器的图お卞 

一个 VGA 适配器： 



当您具有单个显示器图形卡并要将计算机ま接至 VGA 
显示器时，请使用 VGA 适配器。 


双 VGA Y 型电维适配器： ヌ又 DVIY 型电维适配器: 




当您的图形卡只有一个连接器并要将计算机连接至一当您的图形卡只有一个连接器并要将计算机连接至一 
个或两个 VGA 显示器时，请使用适当的 Y 型电维。 个或两个 DVI 显示器时，请使用适当的 Y 型电维。 


双显示器电绳为彩色编码；蓝色連接器用于主显示器，而黑色連接器则用于次显示器。要 
启用双显示器支持，则当后动计算机时，两个显示器都必须連接至计算机上。 
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° 对于具有一个 DVI 連接器か一个 VGA 连接器的ち持双显示器的图お卡 


一个 DVI 连接器巧一个 VGA 连接器: 


两个 VGA 连接器附带一个 VGA 适配器: 


5 

5 

S 



要将计算机ま接至一个或两个显示器时，请使用适当要将计算机连接至两个 VGA 显示器时，请使用 VGA 
的连接器。 适配器。 



对于具有两个 DVI 連接器的支持双显示器的图お卡 


两个 DVI 连接器: 


两个 DVI ま接器附带一个 VGA 适 
配器： 


两个 DVI 连接器附带两个 VGA 适 
配器： 



使用 DVI 连接器将计算机与一个或两ほ用 VGA 适配器将 VGA 显示器连接使用两个 VGA 适配器将两个 VGA 显 
个 DVI 显示器相连。 至计算机上的其中一个 DVI ま接器示器连接至计算机上的 DVI 连接器。 
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連接扬声器。 

。注：如果计算机安装 
了声卡，请将扬声器 
连接至此卞。 
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安装附加软件或设を。 

在安装非计算机附带的任何设备或软件么前，请先阅读该软件或设备附带的说巧义件，或 
与制造商联系な确认该软件或设备与您的计算机巧操作系统兼容。 

至此您已完成塔式计算机的安装。 

安装您的计算机（台式） 

爪 警告：在开お执行本节中的任何步骚を前，请遵循《产品信息指南》中的を全说巧。 

您必须完成所有步骤な便正确安装计算机。 


連接键盘和鼠标。 

〇 注意：请匆将调制解调器を 
缆連接至网络适配器。电话 
通信产生的を压可损が网络 
适配器。 



齡編刪或网络电 
缆。 


心 注：如果您的计算机已安 
装了网卞，请将网络电缆 
连接至此卞。 
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@ 连接显示器。 

您可な多种方式来連接显示器，具体 
連接方式视您的图形卡而定。 

&ま： 您可能需要使用提供的适配器 
或を缆将显示器ま接至计算机。 
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s 对于巧用于を显示器か双显示お并巧有を个连接お的图お卡 

ミ VGA 适配器： 


当您具有单个显示器图形卡并且要将计算机连接至 
VGA 显示器时，请使用 VGA 适配器。 


双 VGA Y 型电维适配器： 双 DVIY 型电维适配器: 





当您的图形卡只有一个连接器并且要将计算机连接至当您的图形卡只有一个连接器并要将计算机连接至一 
一个或两个 VGA 显示器时，请使用适当的 Y 型电缆。个或两个 DVI 显示器时，请使用适当的 Y 型电维。 


ヌ又显示器电绳为彩色编码；蓝色連接器用于主显示器，而黑色連接器则用于次显示器。要 
启用ヌ又显示器支持，则当后动计算机时，两个显示器都必须連接到计算机上。 
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对于具有一个 DVI 連接おか一个 VGA 连接器的ま持巧显示器的图お卞_ 

一个 DVI 连接器巧一个 VGA 连接器： 两个 VGA 连接器附带一个 VGA 适配器; 



要将计算机连接至一个或两个显示器时，请使用适当要将计算机连接至两个 VGA 显示器时，请使用 VGA 
的连接器。 适配器。 


对于具有两个 DVI 連接器的ま持双显示お的图お卡 


两个 DVI ま接器: 


两个 DVI ま接器附带一个 VGA 适 
配器： 


两个 DVI ま接器附带两个 VGA 适 
配器： 



使用 DVI ま接器将计算机ま接至一 
个或两个 DVI 显示器。 



使用 VGA 适配器将 VGA 显示器ま使用两个 VGA 适配器将两个 VGA 
接至计算机上的其中一个 DVI 连接显示器连接至计算机上的 DVI 连接 
器。 器。 
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ミ 

ミ 

ミ 




心 注：化果计算机安装了声ち，请将扬声器连接を此卞。 



连接をおを雄，巧后开启 
09け龍が显ホ器的を;原。 

您的台式计算机有一个可选的 
前部 IEEE 1394連接器。只有 
在您购买了 IEEE 1394卡后， 
才可使用此連接器。若要购买 
卡，请与 Dell 联系。有关联系 
Dell 的说巧巧欲获得 IEEE 1394 
卡的详情，请参阅《用户指 
南》。 



る装附加软件或设を。 

在安装非计算机附带的任何设备或软件么前，请先阅读该软件或设备附带的说巧义件，或 
与制造商联系な确认该软件或设备与您的计算机巧操作系统兼容。 


至此您已完成台式计算机的安装。 
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关于您的计算机 

正面视图（塔式） 



1 

上部5.だ英寸驱动器巧架 

承载 CD/DVD 驱动器。 

2 

下部5.だ英寸驱动器巧架 

承载 CD/DVD 驱动器或第 S 个可选硬盘驱动器。 

3 

上部 5.5 英寸驱动器托架 

承载第四个可选硬盘驱动器 （ 串巧 ATA )。 

4 

下部 5.5 英寸驱动器巧架 

可な将巧架用于一个可选软盘驱动器或一个可选介质卡阅读器。 

5 

硬盘驱动器活动指示灯 

ホ算机在硬盘驱动器中读写数お时，硬盘驱动器指示灯将会亮 
起。当某个巧备け日 CD 播放器）在运行时，该指示灯也可能 
亮起。 
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6 

IEEE 1394連接器 
(可选） 

对于高速数据设备け日数字摄像机巧外部存储设备），请使用可选的 IEEE 
1394连接器。 

7 

USB 2.0 连接器 
(2 个） 

对于偶尔连接的设备（か快擦写存储器或照巧机）或可引导的 USB 设备（有 
关引导至 USB 巧备的详情，请参阅系统安装），请使用计算机前部的 USB 连 
接器。 

对于通常保持连接的设备か巧巧机巧键盘，建は使用计算机背部的 USB 连接 
器。 

8 

Dell ™ 徽章旋转槽口 

若要旋持，请将手指放在徽章四周，向里按压，然后旋转徽章。也可な使用 
徽章底部附近提供的插槽来旋转徽章。 

9 

电源按钮 

按此按钮开启计算机的电源。 

〇注意：为避免丢失数お，请勿使用を源按钮来关闭计算机，而是应执行 
操作系统的关闭操作。 

注：を源按紐也可用于喚醒计算机或将其置于省を模式。ち关详情，请参阅 
《用户指南》中的"を;原管巧"。 

10 

电源指示灯 

电源指示灯を亮起、闪烁或保持稳定な指示不同的状あ： 

• 无光亮 ー ホ算机处于关巧状あ。 

• 稳定绿光一计算机处于正常运行状あ。 

• 闪炼绿光一计算机处于省电模式。 

•闪炼或稳定號苗色光一请参阅《用户指南》中的"电源问题"。 

要退ホ省电模式，可按电源按钮，或使用键盘或鼠标（か果在 Windows 设备 
管理器中配置为唤醒巧备）。有关休眠模式巧退ホ省'电模式的详情，请参阅 
《用户指南》中的"电源管理"。 

有关可帮助您查找及排除计算机问题的指示灯代码的说明，请参阅第の页上 
的"诊断指示灯"。 

11 

麦克风连接器 

使用麦克风連接器可連接个人计算机麦克风， W 向声音或电话程序输入语音 
或音乐。 

12 

耳机连接器 

使用耳机连接器连接耳机。 

13 

诊断指示灯 （4 个） 

使用这些指示灯来帮助您基于诊断代码查找及排除计算机问题。有关详情， 
请参阅第が页上的"诊断指示灯"。 

14 

网络链接指示灯 

当 10 Mbps 、100 Mbps 或1000 Mbps (或 IGbps ) 网络巧计算机么间连接を好 
时，网络链接指示灯会亮起。 
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背面视图（塔式) 



1 电源连接器 

将电源电维插入此连接器。 

2 电压选择开关 

有关详情，请参阅《产品信息指南》中的安全说明。 

3 背面板连接器 

将串行、 USB 巧其他设备插入适当的连接器。 

4 卡插槽 

イモ何已ま装的 PCI 或 PCI Express 卡的接入连接器。 
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正面视图（台式) 


7 



1 上部 5.25 英寸驱动器巧架 

该巧架承载 CD / DVD 驱动器。 

2 下部 5.25 英寸驱动器巧架 

该巧架承载一个可选 CD / DVD 驱动器或第兰个可选硬盘驱动器 （ 串行 ATA 或 
SCSI )。 

3 3.5 英寸驱动器巧架 

可な将巧架用于一个软盘驱动器或一个可选介质卡阅读器。 

4 硬盘驱动器活动指示灯 

当计算机在硬盘驱动器中读写数お时，硬盘驱动器活动指示灯を亮起。当某 
个设备け日 CD 播放器）在运行时，该指示灯也可能会亮起。 

5 IEEE 1巧4连接器 

对于高速数お设备け日数字摄像机巧外部存储设备），请使用可选的 IEEE 

(可选） 

1394連接器。 
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6 

USB 2.0 连接器 （2 个） 

对于偶尔连接的设备（か快擦写存储器或照巧机）或可引导的 USB 设备（有 
关引导至 USB 设备的详情，请参阅系统安装），请使用位于计算机前部的 

USB 连接器。 

对于通常保持连接的设备か巧ず机巧键盘，建は使用计算机背部的 USB 连接 
器。 

7 

电源按钮 

按此按钮开启计算机的电源。 

ま：を;原お紐也可用于喚醒计算机或将其置于省电模式。ち关详情，请参阅 
" を;原管理’’。 

〇注意：为避免丢失数お，请巧使用を源按钮来关闭计算机，而是应执行 
操作系统的关闭操作。 

8 

电源指示灯 

电源指示灯を亮起、闪烁或保持稳定な指示不同的状あ： 

• 无光亮一计算机处于关闭状あ。 

• 稳定绿光ーホ算机处于正常运斤状あ。 

• 闪炼绿光ーホ算机处于を电模式。 

-闪炼或稳定的號苗色光一请参阅"电源问题"。 

要退ホ省电模式，可按电源按钮或使用键盘或鼠标け日果在 Windows 设备管 
理器中配置为唤醒设备）。有关休眠模式巧退出省电模式的详情，请参阅 
"电源管理"。 

有关可帮助您查找及排除计算机问题的指示灯代码的说明，请参阅第の页上 
的"诊断指示灯"。 

9 

诊断指示灯 （4 个） 

使用这些指示灯帮助您基于诊断代码来查找及排除计算机问题。有关详情， 
请参阅第の页上的"诊断指示灯"。 

10 

麦な风连接器 

使用麦克风連接器可連接个人计算机麦克风， W 向声音或电话程序输入语音 
或音乐。 

11 

耳机连接器 

使用耳机连接器连接耳机。 

12 

网络链接指示灯 

当 10 Mbps 、 1朋 Mbps 或1000 Mbps (或 IGbps ) 网络巧计算机么间连接を好 
时，网络链接指示灯会亮起。 
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1 卡插槽 

任何已ま装的 PCI 或 PCI Express 卡的接入连接器。 

2 电源连接器 

将电源电缆插入此连接器。 

3 电压选择开关 

有关详情，请参阅《产品信息指南》中的安全说明。 

4 背面板连接器 

将串け、 USB 巧其他设备插入适当的连接器。 


背面板達を器 

1 2 3 4 5 



12 11 10 9 
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1 鼠标连接器 

将标准鼠标连接到绿色的鼠标连接器中。在将鼠标连接至计算机前，请先关 
闲计算机巧巧有已连接的设备。か果您有一个 USB 鼠标，请将其插入到 USB 
连接器中。 

女口巧您的计算机运行的是 Microsoft® Windows XP 操作系统，则在您的硬盘驱 
动器中已经安装了必要的鼠标驱动程序。 

2 并行连接器 

将巧巧机等并行设备连接至并行连接器。か果您有 USB 巧ず机，请将其插入 
USB 连接器中。 

を：化果计算机检测到已安装的ち含并行ま接器的卞，并且此ま接器被配置为 
同一化址，则会自动禁用集成并行ま接器。ち关详情，请参阅《用户指南》 

中的"系统设置程巧选项"。 

3 链路完整性指示灯 

. 绿色一 10Mbps 网络巧计算机么间存在良好连接。 

• 燈色一 100 Mbps 网络巧ホ算机么间存在良好连接。 

• 黄色一 1000 Mbps (或 IGbps) 网络与计算机么间存在良好连接。 

-媳灭一 i 十算机未检测到与网络的物理连接。 

4 网络适配器连接器 

要将计算机连接到某一网络或宽巧设备，请将网络电缆的一端连接到网络插 
孔或您的网络或宽带设各。将网络电缆的另一端连接至计算机上的网络适配 
器连接器。卡晤声指示网络电缆已稳固连接。 

を：请勿将を话を銷插入网络を接器。 

在具有附加网络连接器卡的计算机上，请在设置多项网络连接け日单独的巧 
联网与外联网）时使用卡上的连接器巧计算机背部的连接器。 

建は在网络中使用类别 5 配线巧连接器。か果必须使用类别 3 配线，则应将网 
络速度强行 e 制在 10 Mbps な确保可靠运行。 

5 网络活动指示灯 

在计算机传送或接收网络数据时闪烁一个黄色指示灯。网络通信量较大时， 

此指示灯可能会看起来处于持续"亮起"的状あ。 
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6 输入连接器 


使用藍色输入连接器连接ま音/播放设备，例か磁带播放机、 CD 播放器或ま 
影机。 

对于配备声卡的计算机，请使用该声卡上的连接器。 

7 输出连接器 使用绿色输出连接器将耳机巧大多数扬声器与集成的放大器巧连。 

对于配を声卡的计算机，请使用该声卡上的连接器。 

8 麦克风连接器 使用粉色的麦克风连接器连接个人计算机麦克风，な向声音或电话程序输入 

语音或音乐。 

对于配备声卞的计算机，麦克风连接器位于此声卡上。 

9 USB 2.0 连接器 （2 个）对于通常保持连接的设备か巧巧机巧键盘，请使用计算机背部的 USB 连接 

器。 

对于偶尔连接的设备か快擦写存储器或照巧机或可引导的 USB 设备，建议使 
用计算机前部的 USB 连接器。 

10 USB 2.0 连接器 （3 个）对于通常保持连接的巧备か巧巧机巧键盘，请使用计算机背部的 USB 连接 

器。 

对于偶尔连接的设备か快擦写存储器或照相机或可引导的 USB 设备，建は使 
_用计算机前部的 USB 连接器。_ 

11串巧连接器 将掌上设备等串行设备连接至串行端口。默认指定值为： COM 1 用于串巧连 

接器し COM 2 用于可选的串巧连接器2。 

有关详情，请参阅《用户指南》中的"系统设置程序选项"。 

12键盘连接器 か果您有标准键盘，请将其插入紫色的键盘连接器中。か果您有 USB 键盘， 

请将其插入 USB 连接器中。 
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内部视图 

也 警告：在开始执巧本节中的任何步驟之前，请遵循《产品信息指南》中的安全说巧。 



1 电源设备 

6 

卡风扇 

2 可选的附加风扇 

7 

处理器风扇 

3 系统板 

8 

下部 3.5 英寸驱动器托架 

4 硬盘驱动器 

9 

上部 5.25 英寸驱动器托架 

5 处理器通风导流罩 

10 

驱动器固定框架 


电銷颜色 


设を 

威色 

硬盘驱动器 

藍色电藥 

软盘驱动器 

黒色拉舌 

CD / DVD 驱动器 

禮色拉舌 
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系统板组件 


ミ 

ミ 

ミ 


4 5 



6 


8 

9 

10 
11 
12 

13 

14 

15 


1 电源连接器 （12 VPOWER ) 

13 

PCI-Express xl 卡插槽 

2 巧存模块连接器 

14 

PCI-Express xl 6 至最多 150 w 卡插槽 

3 电池槽 （ BATTERY ) 

1已 

PCI-Express x 8 卡插槽（な x 4 形式连线） 

4 存储器风扇连接器 (FAN MEM ) 

16 

PCI 卡插槽 （1-3) 

5 前面板连接器 

17 

外部指示灯连接器 （AUX LED ) 
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6 

.キ-电源连接器 ( POWER ) 

18 

软盘驱动器 （ FLOPPY ) 

7 

集成开发环境驱动器连接器 （ IDE ) 

19 

串行连接器 （ SERIAL 2) 

8 

SATA 连接器 （ SATA - l ， SATA -3, SATA -0, 
SATA -2) 

20 

长固定框架风扇 （FAN CARD CAGE ) 

9 

RTC 重设跳线 （ RTCRS 。 

21 

内部扬声器连接器 （ INT _ SPKR ) 

10 

可伸缩巧架连接器 ( FLEXBAY ) 

22 

处理器风扇连接器 ( FAN _ CPU ) 

11 

机箱防盗头 

23 

处理器连接器 ( CPU ) 

12 

密码跳线 ( PASS ) 




查找《用户指南》 

《用户指南》包含有关您的计算机的附加信息，例如： 

• 技术规格 

• 有关将计算机布置方式由台式变为塔式的信息 
• 计算机正面巧背面视国，包括所有可用连接器 
• 计算机内部视图，包括系统板巧连接器的详细图形 
• 计算机清洁说明 

• 关于软件功能例々日 LegacySelect Technology 控制、密码使用な及系统设置选项的信息 
• 有关使用 Microsoft Windows XP 操作系统的提示巧信息 
• 有关卸下巧安装部件，包括内存、插卡、驱动器、微处 a 器巧电池的说明 
• 查找及排除各种计算机故障的信息 
• 使用 Dell 诊断程序巧重新安装驱动程序的说明 
• 有关如何与 Dell 联系的信息 

您可レツ从硬盘驱动器或 Dell 支持 Web 站点 suppo け. dell.com i 方问《用户指南》。 

ま从硬を驱动お巧问《用户指南》： 

单击 Start (开始）按钮，然后单击 Help and Suppo け（帮助ネ日支持）。 

ま从 Dell ま持 Web 站点巧问《巧户指南》： 

1 站八 support ' dell . com 。 

2 遵循 Web 站点的提示提供您的计算机的特定信息。 

3在 Dell 支持 Web 站点主页上，依次单击 Reference (参考）、 User's Guides (用户指 
南 ）、 Systems (系统），然后选择您的计算机。 
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卸下主机盖 

A 警告：在开抬执巧本节中的任何ホ骤之前，请遵循《产品信息指南》中的を全说巧。 

^警告：为お免道受电ち，应お终确巧在卸下主机盖之前先从电源插座上巧下计算机的电源お 
头。 

口 注意： 在触摸计算机内部的任何组件之前，请先触模计算机未涂漆的を属表面（例か计算机背 
面的金属）な导去身上的静を。工作期间，应定期触模未涂漆が金属表面な辑放可能会损坏巧 
部狙件的任何静を。 

Q 注意： 为避免丢失数お，请在关闭计算机前なちが关闭所ち巧开的文件并退出巧ち开启的程巧。 

1关闭操作系统： 

a 保存巧关闭所有打开的文件并退出所有开启的程序，单击 Start (开始）按钮，然后 
单击 Turn Off Computer (关闭计算机）。 

b 在 Turn off computer (关闭计算机）窗口中，单击 Turn 〇び（关闭）。 

计算机会在操作系统的关机程序结束后关闭。 

2确保关闭计算机和所有与计算机连接的设备。如果计算机和己连接的设备在关闭操作系 
统时未自动关闭，请现在将它们关闭。 

3如果安装了安全缆线，请将其从安全缆线插槽中卸下。 

〇 注意： 确保在平坦的受保护表面上进行操作，な避免刮擦计算机或其所在表面。 

4将计算机置于一个平面上，并使主机盖朝上。 

5拉回主机盖释放円锁。 
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ち机盖釋放円锁 



ち机盖 


巧接卞舌 (3 个） 


6找到计算机边缘上的^个较接卡舌。 

7抓住主机盖的侧边，并な较接部件作为支点向上转动盖板。 
8将盖板从巧接卡舌中卸下并将其置于安全位置。 


维护您的计算机 

为帮助维护计算机，请遵循な下建议： 

• 为避免丢失或损坏数掘，切勿在硬盘驱动器指示な仍然亮起时关闭计算机。 
• 定期使用防病毒软件扫描病毒。 

• 通过定期删除不需要的文件并且整理驱动器砕片来管理硬盘驱动器空间。 

-定期备份义件。 

• 定期清洁显示器屏幕、鼠标巧键盘（有关详情，请参阅《用户指南》）。 
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解み问题 


巧障排除提示 

查找及排除计算机故障时，请执斤な下检查： 

• か果您在问题出现之前添加或删除了一个部件，请复查安装过程并确保该部件安装正 
确。 

• か果外围设备无法工作，请确保该ほ备连接正确。 

• か果屏幕上出现了错误信息，请准确无误化记下该信息。此信息可な帮助技术支持部 n 
的人员诊断并解决问题。 

• 如果程序中出现了错误信息，请参阅程序的说明文件。 

• 如果在故障排除一节中建议的措施为参阅《用户指南》的某一节，请转至 
support . dell.com け日有必要，可使用另一台计算机）な巧问《用户指南》。 

解み软硬件不兼を问题 

如果某个设备在操作系统安装时未被检测到，或虽然被检测到但配置不正碗，则可な使用 
"硬件疑难解答"来解决不兼容问题。 

使用"硬件疑难解答"来解决不兼容问题： 

1 单击 Start (开始）按钮，然后单击 Help and Support (帮助巧支持）。 

2 在 Search (搜索）字段中键入 hardware troubleshooter (硬件疑难解答），然后单 
击箭头开始搜索。 

3 在 Search Results (搜索结果）列表中单击 Hardware Troubleshooto (硬件疑难解答）。 

4 在 Hardware Troubleshooter (硬件疑难解答）列表中，单击 I need to resolve a hardware 
conflict on my computer (我需要解决计算机上的硬件冲突），然后单击 Next (下一 
步）。 

使用 Microsoft ® Windows ® XP 系统还巧 

Microsoft Windows XP 操作系统提供了 "系统还原"功能，如果对硬件、软件或其它系统 
设置所作的更改使计算机处于不希望有的运斤状を，可使用此功能将计算机还原到较早的 
运斤状を（不对数据义件产生影响）。有关使用"系统还原"的信息，请参阅 "Windows 
帮助巧支持中 也" （请参阅第51页上的"查找信息"）。 

〇 注意：定期をか您的数お文件。"系统还原" I 力能不会监控或恢复数お文件。 

创建还原点 

1 单击 Start (开始）按钮，然后单击 Help and Support (帮助巧支持）。 

2 单击 System Restore (系统还原）。 

3 遵循屏幕上的说明操作。 
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将计算机还原为较早的运巧が态 

〇 注意： 在将计算机还原到较早的运行状态之前，请保を并关闭所ち巧开的文件并退出任何开启 
的程巧。在系统还原完成之前，请勿更改、巧开或删除任何文件或程巧。 

1 单击 Start (开始）按钮，指向 All Programs (所有程序） — > Accessories (附件）一 
System Tools (系统工具），然后单击 System Restore (系统还原）。 

2确保选中 Restore my computer to an earlkr time (将我的计算机还原到一个较早的时 
间），然后单击 Next (下一步）。 

3要将计算机还原到某个日巧，请在日历中单击该日巧。 

Select a Restore Point (选择一个还原点）屏幕提供了一个日历，可使用该日历来查看 
并选择还原点。所有可用还原点的日历日巧巧用粗体显示。 

4选择一个还原点，然后单击 Next (下一步）。 

如果日历日巧只有一个还原点，则会自动选择该还原点。か果提供了两个或更多还原 
点，请单击需要的还原点。 

己单击 Next (下一步）。 

在"系统还原"完成数据收集之后 ， Restoration Complete (还原完成）屏幕将显示， 
随后计算机将重新启动。 

6在计算机重新启动之后，请单击 OK (确定）。 

要更改还原点，您可な使用不同的还原点重复な上步骤，也可な撤消还原。 

撤销上一个を统还原 

〇 注意： 在撤销上一个系统还原之前，请保存并关闭巧ち巧开的文件并退出任何开启的程巧。在 
系统还原完成之前，请勿更改、巧开或删除任何文件或程巧。 

1 单击 Start (开始）按钮，指向 All Programs (所有程序）一 Accessories (附件）一 
System Tools (系统工具），然后单击 System Restore (系统还原）。 

2单击 Undo my last restoration (撤销我上次的还原），然后单击 Next (下一步）。 

3单击 Next (下一步）。 

System Restore (系统还原）屏幕将出现，随后计算机将重新启动。 

4在计算机重新启动么后，请单击 OK (确定）。 


ち用系统还原 

如果您重新安装 Windows XP 时可用的空闲硬盘空间小于 200 MB ， "系统还原"将被自动 
禁用。要査看是否后用了 "系统还原"： 

1 单击 Start (开始）按钮，然后单击 Control Panel (控制面板）。 

2单击 Performance and Maintenance (せ能ネ日维护）。 

3单击 System (系统）。 

4单击 System Restore (系统还原）选项卡。 

己确保未选中 Turn off System Restore (关闭系统还原）。 
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使用最近的已か正常配置 

1 重新启动计算机，并在显不 Please select the operating system to start (请选 
择要启动的操作系统）信息时按 < F 8> 键。 

2高亮度显示 Last Known Good Configuration (最近的已知正常配置），按 < Enter > 键， 
按 <1> 键，然后在提示时选择您的操作系统。 

有助于解み附加设を或软件冲突的其它选项 

〇 注意： な下过程将清除硬盘驱动器上的所ち信息。 

• 使用操作系统安装指南巧澳/ち务绿 CD 重新安装您的操作系统。 

重新安装操作系统巧间，您可な选择删除现有的分区并重新格式化硬盘驱动器。 

• 从芯片组开始，使用 Drivers cmd U 加りの CD 重新安装所有驱动程序。 

Dell 诊が程序 

A 警告：在开お执行本节中的任何ホ骤を前，请遵循《产品信息指南》中的を全说巧。 

何时使用 Dell 诊断程を 

如果在使用计算机时遇到问题，请在联系 Dell 获得技术帮助么前，先执斤第78页上的 
"解决问题"中的检查并运斤 " Dell 诊断程序"。 

建议您在开始么前先打巧这些步骤。 

〇 注意 ： Dell 诊断程巧只能在 Dell ™ 计算机上运行。在其を类型的计算机上使用此程巧可造成计算 
机回应不正确或导致错误信息产生。 

Dell 诊断程序允许您执斤な下操作： 

• 快速或全面检测一个或所有设备 

• 选择运斤检测程序的次数 

• 显示或打印检测结果，或者将检测结果存入文件 

• 在检测到错误时暂停检测，或者在出现一定数量的错误时停止检测 

• 巧问联机"帮助"屏幕，其中介绍了检测程序及其运斤方法 

• 读取状を信息，了解己成功完成哪些检测程序 

-在检测到问题时接收错误信息 

从巧を驱动器ち动 Dell 诊断程を 

1 开启（或重新启动）计算机。 

2当出现 DELL ™ 徽标时，立即按 <ド12>键。 

&ま： 化果出现一条信息，说巧未が到诊断程巧公用程巧分区，请参阅第 81 页上的"从 Drivers 
and Utilities CD 启动 Dell 诊断程巧"。 
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か果等待时间过长，并且出现了操作系统徽标，请继续等待，直到看见 Microsoft 
Windows 桌面。然后关闭计算机，并且再试一次。有关关闭计算机的详情，请参阅《用 
户指南》。 

3当出现引导设备列表时，高亮度显示 Boot to Utility Partition (引导到公用程序分区）， 
然后按 < Enter > 键。 

4当 Dell 诊断程序 Main Menu (主菜单）出现时，请选择想要运斤的测试。有关测试的 
详情，请参阅《用户指南》。 

从 Drivers and Utilities CD 启动 Dell 诊が程序 

1 插入 Drivers and Utilities CD 。 

2 关闭并重新启动计算机。有关关闭计算机的详情，请参阅《用户指南》。 

3当出现 DELL 徽标时，立即按 < F 12> 键。 

如果等待时间过长，并且屏幕上出现了 Windows 徽标，请继续等待，直到看见 Windows 
桌面。然后关闭计算机，并且再试一次。有关关闭计算机的详情，请参阅《用户指 
南》。 

心 ま： 后面的ホ驟只会更改一な引导顺巧。当下一次启动时，计算机将根お系统设置程巧中指定 
的设を进行引导。 

4当引导设备列ま出现之后，高亮度显示 IDE CD-ROM 设备， 然后按 < Enter > 键。 

5从 CD 引导菜单选择 IDE CD-ROM Device (IDE CD - ROM 设备）选项。 

6 从出现的菜单中选择 Boot from CD-ROM (从 CD - ROM 引导）选项。 

7键入1启动 ResourceCD 菜单。 

8 键入2启动 Dell 诊断程序。 

9从编号列表中选择 Run the 32 Bit DellDia 2110 sties (运斤巧位 Dell 诊断程序）。か!果列 
出了多个版本，请选择适用于您的计算机的版本。 

10 当 Dell 诊断程序 Main Menu (主菜单）出现时，请选择想要运斤的测试。有关测试的 
详情，请参阅《用户指南》。 

开始测试之前 

A 警告：在开お执行本节中的任何ホ骚を前，请遵循《产品信息指南》中的を全说巧。 

• か果连接了打印机，请将其打开。 

• 进入系统设置程序并仔细审核计算机的配置信息，然后启用所有组件巧设备例か连接 
器。 
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哗声代码 

如果显示器无法显示错误或问题，则您的计算机可能会在お动期间发出一連串呼声。巧们 
将这一系列的呼声称作畔声代码，它代表存在的某个问题。一种可能出现的呼声代码（代 
码 1-5-1) 由一声呼声，其后是短促的=声呼声，再后是一声呼声组成。该呼声代码指示计 
算机存在巧存故障。 

如果计算机发出畔声代码，请将其记录下来，然后在下表中查找相关信息。 


代码 

巧因 

1-1-2 

微处理器寄存器故障 

1-1-3 

NVRAM 读/写失败 

1-1-4 

ROM BIOS 校验巧失败 

1-2-1 

可编程间隔ホ时器故障 

1-2-2 

DMA 初始化失败 

1-2-3 

DMA 页面寄存器读/写失败 

1-3 

视频巧存测试失败 

1_弓_1至 2-4-4 

未正确识别或使用巧存 

1-3-2 

巧存问题 

3-1-1 

从 DMA 寄存器故障 

3-1-2 

ホ DMA 寄存器故障 

3-1-3 

ち中断屏蔽寄存器故障 

3-1-4 

从中断屏蔽寄存器故障 

3-2-2 

中断向量载入失败 

3-2-4 

键盘控制器测试失败 

3-3-1 

NVRAM 断电 

3-3-2 

NVRAM 配置无效 

3-3-4 

视频巧存测试失败 

3-4-1 

屏幕ネ刀始化失败 

3-4-2 

屏幕回扫失败 

3-4-3 

捜索视频 ROM 失败 

4-2-1 

无计时器喃晤信号 

4-2-2 

关闭系统失败 

4-2-3 

A20 n 电路故障 

4-2-4 

保护模ま中化现意外中断 
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代码 原因 


4-3-1 

OFFFFh な上： t 也址化现巧存故障 

4-3-3 

计时器あ片计数器2化现故障 

4-3-4 

计时时钟停止 

4-4-1 

串斤或并斤端口测试失败 

4-4-2 

无法将代码解压缩至阴影巧存 

4-4-3 

数学协处理器测试失败 

4-4-4 

高速缓存测试失败 

错误信息 


b ま：化果信息未在其中列出，请参阅该信息出现时巧运行が操作系统或程巧的说日月文件。 

如果计算机在启动期间出现错误，显示器上可能会显示一个说明该问题的信息。有关解决 
任何问题的建议，请参阅《用户指南》中的"错误信息"。 


诊断指示灯 

A 警告：在开お执行本节中的任何步骚を前，请遵循《产品信息指南》中的ま全说巧。 

为帮助您排除故障，计算机前面板上配备了分别标记为"1"、"2"、 "3" 巧 "4" 的四个 
指示灯。这些指示灯可处于媳灭状态或呈现绿色。当计算机正常后动时，指示灯会闪烁。 
计算机后动后，所有的四个指示灯短暂地显示稳定绿色然后关闭な指示正常的运行状を。 

如果计算机功能不正常，可な通过指示灯的模式来识别问题。 


指示灯模式 问题说巧 建ぶ的解巧方案 


ホ胃れ处モ^をホ|巧《を或を曰发；^|£将ホ算 m をを SE を I イ乍が J を源》 
と y 可能的 BIOS 前故障。 座，然后按电源按钮。 

ま： 化果计算机在开机自测之后处于正 
常操作状态，则片刻之后诊断指示灯 
会炮灭。 


可能が见了 BIOS 拙寧， i 十算:れ进入恢を f 于 BIOS Recovery &用程序，等待 
雛式。 恢复完成，然后重新启动计算机。 


©©◎© 


可能是处理器出现了故障。 


重新安装处理器，然后重新启动计算 
机。 
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指示灯模式 


问题说巧 


建ぶ的解巧方ま 


©@@@ 


检测到巧存模块，但是出现了巧存故 1 重畳巧存模块，な确保计算机可な 

障。 成功*与巧存通信。 


2 重新启动计算机。 


3 か果问题仍然存在，请卸下所有巧 
存模块，并在巧存模块连接器4中 
安装一个巧存模块。 


4重新启动计算机。 

屏幕将显示け下信息： Alert! 
Operating in Debug Mode. 
Please Populate Memory in 
Pairs for Normal 
雌 eration. (警报！正在调试模 
ま下操作。请成对安装巧存な便正 
常操作。） 

5 あ < F 1> 引导到操作系统。 

6 运巧 " Dell 诊断程序"。有关说明， 
请参阅第80页。 

7 女口果该巧存模块通过检测，请关闭 
计算机并将该巧存模块卸下，然后 
对剩余的巧存模块重复执巧该过程， 
直到在启动或诊断测试期间化现巧 
存错误。 

か巧测试的第一个巧存模块就存在 
缺陷，请对剩余的模块重复此过程 
レツ确保剩余的模块没有缺陷。 

8 找化存在缺お的巧存模块后，请与 
Dell 联络な索取替换件。有关与 
Dell 联络的说巧，请参阅《用户指 
南》。 

を： 化有必要，可な在调ぼ模式下 
操作计算机，直到安装了新が巧を 
模快。 
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指示灯模式 

问题说巧 

建ぶ的解巧方案 

©@@@ 

可能出现了扩充卡故障。 

1 通过卸下某个插卡（不是图形卡）， 
然后重新后动计算机来确定是否存 
在冲突。有关卸下插卡的详情，请 
参阅《用户指南 



2 女日果问题仍が存在，请重新安装您 
卸下的插卡并卸下另一个插卡，が 
后重新启动计算机。 

3 对每个插卡都重复此过程。か果计 
算机可な正常启动，请检查从计算 
机卸下的上一个插卡是否有资源冲 
突（请参阅第78页上的"解决软 
硬件不兼容问题 "） 。 



4 如果问题仍然存在，请与 Dell 联 
系。有关与 Dell 联络的说明，请参 
阅《用户指南》。 

©@0© 

可能出现了图形卡故障。 

-か果计算机有图形卡，请将其卸下， 

重新安装，が后重新启动计算机。 

- か果问题仍が存在，请安装一个已 
か能够正常工作的图形卡，然后重 
新启动ホ算机。 

- か果问题仍が存在或计算机使用了 
集成图形あ片，请与 Dell 联系。有 
关与 Dell 联络的说明，请参阅《用 
户指南》。 

©@@@ 

可能出现了软盘驱动器或硬盘驱动器 
故障。 

重新插入所有电源电维巧数お电维， 
然后重新启动计算机。 

©©◎© 

可能出现了 USB 故障。 

重新安装所有 USB 设备，检查电维连 
接，然后重新启动计算机。 
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ミ 

ミ 

ミ 


指示灯模式 问题说巧 


建议的解巧方案 


未检测到内存模块。 


1重畳内存模块，确保计算机可成 
巧地与内存通信。 


2 重新启动计算机。 


3 如果问题仍然存在，请卸下所有内 
存模块，并在内存模块連接器4中 
安装一个内存模块。 


系统板出现了故障。 


4重新启动计算机。 

屏幕将显示 W 下信息： Alert! 
Operating in Debug Mode. 
Please Populate Memory in 
Pairs for Normal 
雌 eration. (警报！正在调试模 
ま下操作。请成对安装巧存な便正 
常操作。） 

5 あ < F 1> 引导到操作系统。 

6 运巧 " Dell 诊断程序"。有关说明， 
请参阅第80页。 

7 女口果该巧存模块通过检测，请关闭 
计算机并将该巧存模块卸下，然后 
对剩余的巧存模块重复执巧该过程， 
直到在启动或诊断测试期间化现巧 
存错误。 

か巧测试的第一个巧存模块就存在 
缺陷，请对剩余的模块重复此过程 
レツ确保剩余的模块没有缺陷。 

8 当找化存在缺陷的巧存模块后，请 
与 Dell 联络な索取替换件。有关与 
Dell 联络的说明，请参阅《用户指 
南》。 

を： 化有必要，可な在调试模式下操 
作计算机，直到安装了新が巧を模 
块。 


请与 Dell 联络な获得技术帮助。有关 
与 Dell 联络的说明，请参阅《用户指 
南》。 
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指示灯模式 

问题说巧 

建ぶ的解巧方案 

〇@@@ 

检测到巧存模块，但是存在巧存配置 
或兼容性错误。 

-确保无特殊的内存模块/内存连接器 
安装要求。 

-验证您安装的内存模块是否与计算 
机兼容。 

-重新安装内存模块，然后重新启动 
计算机。 

-如果问题仍然存在，请与 Dell 联 
系。有关与 Dell 联络的说明，请参 
阅《用户指南》。 

©@@@ 

系统板资源巧/或硬件可能出现了故 
障。 

-执巧第78页上的"解决软硬件不兼 
容问题"中的步骤。 

-如果问题仍然存在，请与 Dell 联 
系。有关与 Dell 联络的说明，请参 
阅《用户指南 ： K 

©@©@ 

可能出现了扩充卡故障。 

1 通过卸下某个插卡（不是国形卡） 
然后重新启动ホ算机来确定是否存 
在冲突。 



2 如果问题仍然存在，请重新安装您 
卸下的插卡并卸下另一个插卡，然 
后重新启动计算机。 

3 对每个插卡都重复此过程。如果计 
算机可!^正常启动，请检查从计算 
机卸下的上一个插卡是否有资源冲 
突（请参阅第78页上的"解决软 
硬件不兼容问题" ） 。 



4 如果问题仍然存在，请与 Dell 联 
系。有关与 Dell 联络的说明，请参 
阅《用户指南 ： K 

©©( 3 )@ 

发生了另一故障。 

当您进入系统设置后也会显示此模式， 

但可能并不表示存在问题。 

• 确保硬盘驱动器、 CD 驱动器和 

DVD 驱动器的电缆与系统板正确连 
接。 

-如果问题仍然存在，请与 Dell 联 
系。有关与 Dell 联络的说明，请参 
阅《用户指南 ： K 

©@@@ 

计算机在开机自测 （ POST ) 么后进入无。 

正常操作状态。 


注： 如果计算机在开机自测之后处于正 
常操作状态，则片刻之后诊断指示灯 
会媳灭。 
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常见问题 


ミ 

ミ 

ミ 


化何才能... 

お巧方案 

在何处查找附加信息 

将计算机设置成可使用两台 
显示器？ 

か果计算机配备了支持巧显示器安装巧 
需的图形卡，请在包装箱中找到 Y 型电 
缆。此 Y 型电缆的一端为单个连接器 
(将此连接器插入背面板），另一端分支 
为两个连接器（将这两个连接器插入显 
示器电缆）。对于塔式计算机，请参阅 
第 56 页，而对于台式计算机，请参阅 
第 61 页。 

有关将巧显示器连接至您的计算机 
的详情，请参阅第 55 页上的"安 
装您的计算机（塔式）"或第 60 
页上的"安装您的计算机（台 
式）"。 

当显示器电缆连接器似乎与 
计算机背部的连接器不匹配 
时连接巧的显示器？ 

か果图形卡使用 DVI 连接器，而显示器 
使用的是 VGA 连接器，则必须使用适配 
器。包を箱中应该附巧有适配器。 

有关将显示器连接至您的计算机的 
详情，请参阅第 55 页上的"安装 
您的计算机（塔式）"或第 60 页 
上的"安を您的计算机（台 
式）"。有关详情，请与 Dell 联 
络。有关与 Dell 联络的信息，请参 
阅《用户指南》。 

连接我的扬声器？ 

か果您已安を了声卡，请将扬声器连接 
至该声卡上的连接器。对于塔式计算机， 
请参阅第巧页，而对于台式计算机，请 
参阅第 64 页。 

有关详情，请参阅扬声器附带的说 
明文件。 

找到适用于 USB 或 IEEE 
じ 94 设备的正确连接器？ 

您的塔式计算机配备了ル个 USB 连接器 
(正面两个、内部一个、背面五个）。 

有关您的计算机正面巧背面视图的 
国例，请参阅第が页上的"关于 


您的台式计算机配备了八个 USB 连接器 
(正面两个、内部一个、背面五个）及一 
个可选的前部 IEEE 1394 连接器。只有 
在您购买了 IEEE じ 94 卡后，才可使用 
此连接器。若要购买证 EE1 巧 4 卡，请 
与 Dell 族系。有关 IEEE 1 巧 4 卡的详 
情，请参阅《用户指南》。 

您的计算机"。 

有关查找《用户指南》的帮助，请 
参阅第 51 页上的"查找信息"。 

找到用于计算机的硬件信息 
巧其它技术规格？ 

您的《用户指南》包含一个规格表，该 
表提供了有关计算机巧硬件的更详细的 
信息。要查找《用户指南》，请参阅 
第 51 页上的"查找信息"。 

进入 Dell 支持 Web 站点 
support.dell.com ,然后使用な下… 
种支持工具：阅读有关最新技术的 
白巧书，或者在 Dell 论坛聊天室内 
与其他 Dell 用户进行を流。 

查找适用于巧的计算机的说 
明文件？ 

な下说明义件可用于您的计算机： 

• 《用户指南》 

• 《产品信息指南》 

• 《系统信息标签》 

如果您丢失了自己的说明文件，可 
从 Dell 支持 Web 站点 
support.dell.com 上狀得。 


要找到这些说明文件，请参阅第 51 页上 
的"查找信息"。 
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Dell PrecisionTM Workstation 380 

クイック U つアレンス 

ガイド 


モデル DCTA 
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メモ、 注意、警告 

^ メモ：コンピュータを使いやす<するための重要な情報を説巧しています。 

〇ま意： ハードウエアの損*やデータの損失の可能1まを示し、その危険を回避するための方まを説巧しています。 

A \ 警告：物的損害、けが、または死 t の原因となる可能性があることを示します。 

略語について 

略語の一覧表は、 r ユーヴースガイド J じある用語集を参照してください。 

Dell™ n シ ij ーブコンピュータをご購入いただいた揚合、このマニュアルの Microsoft® Windows® オペレー 
ティ ンヴシステ厶じついての説 巧は適用されません。 


この文書の情報は、事前の通巧な<変更されることびあります。 

恩 2005すべての著作権は Dell Inc . にあります。 

Dell Inc. の書面による許可のない複写は、いかなる形態においてち厳重に禁じられています。 

この文書じ使巧されている商標じついて： Dell、DELL の□コ、 Dell Precision は、 Dell Inc. の商標です。 Intel および Pentium は、 Intel 
Corporation の登録商標です。 Microsoft および Windows は、 Microsoft Corporation の登録商棲です。 

この文書では、上記記載しソ外の商標が含な名が使巧されている揚含があります。これらの商標が含な名は、一切 Dell Inc. じ巧属するものではあ 
0ません。 
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情報の検索方ま 

& メモ： 機能の中にはお使いのコンピュータ、または特定の国で使庙できないちのびあります。 
^ メモ： 追加の情報びコンピュータじ同巧されている場合ちあります。 


何をお探しですか？ 


こちらをご覧ください 


• コンピュータの診断プログラ厶 
• コンピュータのドライバ 
• コンピュータのマニュアル 
• デバイスのマニュアル 
• DSS (デスクトップシステ厶ソフトウェア） 


Drivers and Utiliti 悦 CD (ResourceCD とも呼はれます) 

マニュアルおよびドライバは、ホ商時に、コンピュータじ 
プリインストールされています。この CD は、ドライバを 
再インストールしたり 、 「Dell Diagnostics (診断）プ□グ 
ラ厶」 （124 ページ）を実行したり、マニュアルじアクセス 


するとさじ使用します。 



CD 肉じ Readme ファイ 
ルび含まれている場含び 
あります。この Readme 
ファイルでは、コン 
ピュータの技術的蜜更に 
関する最新のアップデー 
卜が、巧術畜または専門 
知識をお持ちのユーザー 
を対象とした高度な技術 
資料を参照で夏ます。 


メモ： ドライバおよびマニュアルのアップデート版は、 

5upport.jp.dell.com で入手できます。 


• コンピュータのセットアップ方ま 
• コンピュータのお手入れ方ま 
• 基本的なトラブルシューティングの情報 
• Dell Diagnostics (診断）プ□グラ厶の実行方を 
• エラーコードおよけ診断ライト 
• 部品の取り外しおよけ取りはけ方を 
• コンピュータカバーの開け方 


クイックリファレンスガイド 



メモ： このマニュアルは、 PDF 形式のちのをウェブサイト 

(support.jp.dell.com) で参照いにだけます。 
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E 


何をお探しですか？ 

= • 安をにお使いいただ<ためのミ主意 
■S • 認可機関の情報 

こ . 作業餐勢に関する情報 
吉 • エンドユーザーライセンス契約 


の 

で 

i 

ち _ 

ミ • 部品の取り外しおよけ交換方を 
• 仕様 

• システ厶の設定方ま 

• トラフルシューティングおよぴ問題解まの方ま 


こちらをご質ください 
Dell™ 製品情報ガイド 



ュー ザーズガイド 

FMicrosoft ® Windows ® XP ヘルプとサポートセンタ ー J 
1 スター トポタンをクリックして、 ヘルプと サポー トをク 
リックします。 

2 ユーヴースガイドおよびシステ厶方イド をクリックして 
ユーヴーブ方イド をク I 」ックします。 

『ユーヴーブガイド J ] は 、 『Drivers and Utilities CDJlI こも 
あります。 


• ヴービスタグとエクスプレスヴービスコード サービスタグおよび Microsoft®Wmdows® ライ七ンス 

.Microsoft Windows ライセンスラベル これ6のラベルは、お使いのコンピュータじ目占せされてし、 

ます。 


• サービスタグは、 

support.jp.dell.com 

をご参照の隙、またはテ 
クニカルサポートへのお 
問い含わせの隙に、コン 
ピュータの識別に使用し 
ます。 

• エクスプレスサービス 
コードを利巧すると、 
テクニカルサポートに 
直接電話で問い台わせ 
ることびできます。 





。，.•、，で上,, … fnjJTT 
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何をお探しですか？ 


こちらをご覧ください 


•ソリューションートラブル解決ブビ、 Q&A 
• カスタマーケアー問い含わせ巧、ご!主文のが！兄、保証、 
および修理に関する情報 

• サービスおよびサポートーサービス契約、テクニカルサ 
ポートとのオンラインディスカッション 
• 参照資料ーコンピュータのマニュアル、コンピュータの 
設定の詳細、製品の仕様、およびホワイトペーパー 
• ダウン□ー ドー認定されたドライパ、パッチ、およびソ 
フトウェアのアップデート 

• DSS (デスクトップシステ厶ソフトウェア）ーオペレー 
ティングシステ厶をコンピュータに再インス!''ールする揚 
含は、 DSS ユーティリティち再インス!'•'ールする必要びあ 
ります。 DSS は、お使いのオペレーティングシステ厶のた 
めの重要な更新を提供し 、 DellTM 3.5 インチ USB フ□ッ 
ピードライブ、 Intel ® Pentium ® M プ□セッサ、オプ 
ティカルドライブ、およぴ USB デバイスをサポートしま 
す。 DSS は、 Dell コンピュータを正し<動作させるため 
に必要です。ソフトウェアはお使いのコンピュータおよび 
オペレーティングシステ厶を自動的に検知して、設定に適 
した更新をインス I ''ールします。 

デスクトップシステ厶ソフトウェアは、 
support.jp.dell.com にてダウン□ー ドできます。 

• Windows XP の基本情報 
• コンピュータのマニュアル 

• デバイス（モデ厶など）のマニュアル 


デルサポートサイトー support.jp.dell.com 

メモ： を業、自治体、および教育機関のお客様向けにカス 
タマイブされた、デルプレミアサポートウェブサイト 

(http://premier.dell.co.jp/premier/) もご禾 U 用いただけ 

ます。このウェブサイトはすぺての地域でご利用で言ると 
は限りません。 


Windows ヘルプと サポー ト七ン ター 

1スタートボタンをク I 」ックして、ヘルプとサポートをク 
リックします。 

2問題に関連する用語やフレーズを検索ボックスに入力し 
て、矢 EP アイコンをクリックします。 

3 表示されているトピックをクリックします。 

4 画面の指示にがいます。 
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何をお探しですか？ 


こちらをご覧ください 


• オペレーティングシステ厶の再インス!''ール方を オペレーティングシステム CD 

オペレーティングシステ厶は、本コンピュータじすでじイン 
ストールされています。オペレーティングシステ厶を再イン 
ストールする場含は、『オペレーティングシステ厶 CDJ ] を 
使用します。手順じついては、『ユーザーブガィド!]を参照 
して < ださい。 

オペレーティングシステ 
ムを再インストールした 
ら、オプションの 
『Drivers and Utilities 
CDJ ] を使用してコン 
ピュータじ同捆のデバイ 
スのドライバを再インス 
トールします。 

オペレーティングシステ 
厶の Product key 〔プロ 
ダクトキー）ラベルは、 
コンピュータじ目占はされ 
ています。 

メモ： CD の色は、ごを文のオペレーティングシステ厶に 
よって異なります。 

メモ： 『オペレーティングシステ厶 CDJ] はオプションな 
ので、出荷時にお使いのコンピュータに必、ずしちけ属して 
いるわけではありません。 



• Linux の使い方 Dell がサポートする Linux サイト 

• Dell PrecisionTM 製品および Linux オペレーティングシ • Linux . dell.com 

ステ厶のユーザーによる E - メールディスカッション • Lists . us . dell . com / mailman / listinfo / linux-precision 

• Linux と Dell Precision コンピュータに関する追加情報 
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コン ピュ—夕の七ットアップ（タワー型） 

也 警告：本項の手順を開おする前に，『製品情おガイド JI のま全手順に従ってください。 

コンピュータを正しくセツトアップするには、すべての手順を行5必要びあります。 



モデ厶またはネットワーククーブルを接続します。 

〇を意： モデ厶ケーブルをネットワークアダプタじ接 
続しなし''でくださし''。電話回線かりの電圧は、ネッ 
トワークアダプタを損傷する恐れびあります。 


むメモ： ネットワークカードを取りが口ている揚合は、 
ネットワークケーブルをネットワークカードに接続し 
ます。 
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ミ 

ミ 

ミ 


モニターを接続します。 

お使いのグラフ イツ クスカード 
じ丽じて、 モニターを さまざま 
な方;去で接続することびでさ 
ます。 


むメモ： は属のアグプタまた 
はケーブルを使巧して、モ 
ニターをコンピュータに接 
続する必要びある場合びあ 
ります。 
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シングルコネクタ付きシングルモニターおよびデュアルモニター対応力ードの場合 

One VGA アダプタ1つ： 



シングルモニター用のグラフィックスカードをお使いの場 
合で、コンピュータを VGA モニターじ接続するには、 
VGA アダプタを使用します。 


デュアル VGA Y ケーブルアダプタ 


デュアル DVI Y ケーブルアダプタ 




シングルコネクタびがいているグラフィックスカードをおシングルコネクタびせいているグラフィックスカードをお 
使いの揚合で、コンピュータを1台ちしくは2台の VGA 使いの場合で、コンピュータを1台ちしくは2台の DVI モ 
モニターじ接続するには、適切な Y ケーブルを使用します。ニターに接続するには、適切な Y ケーブルを使用します。 


デュアルモニターケーブルは色分けされています。青色のコネクタはプライマ I 」モニター用で、黒色 
のコネクタはセカンドモニター用です。デュアルモニターサポートをち巧じするじは、コンピュータ 
の起動時に両方のモニターびコンピュータじ接続されている必要びあります。 
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DVI コネクタおよび VGA コネクタが！つずつ付いたデュアルモニター巧応力ードの場合 

DVI コネクタと VGA コネクタが备々1つ VGA コネクタ2つ、そのラち1つじ VGA アダプタを装着 



コンピュータを1台ちしくは2台のモニターじ接続するにコンピュータを2台の VGA モニターじ接続するには、 
は、該当するコネクタを使用します。 VGA アダプタを使用します。 


2つの DVI コネクタが付いたデュアルモニター巧応力ードの場合 


DVI コネクタび2つ、両方に VGA アダ 
プタを装着 


DVI コネクタび2つ 


DVI コネクタび2つ、そのラち1つじ 

VGA アダプタを装着 



1台または2台の DVI モニターじコン1台の VGA モニターをコンピュータの2台の VGA モニターをコンピュータの 
ピュータを接続する場含は、 DVI コネク DVI コネクタの1つじ接続する場含は、 DVI コネクタじ接続する揚含は、 VGA 
夕を使用します。 VGA アダプタを使用します。 アダプタを2つ使用します。 
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スピーカーを接続します。 

& メモ：コンピユ ータじ 
サウンドカードび取り 
がけられている揚合は、 
スピーカーをサウンド 
カードに接続します。 





電源ヴーブルを接続 
し、コンピュータと 
モニターの 電源を 入 
れます。 



クイックリファレンスガイド I 103 








































































































































= 創日するソフトウてア々デパイスをインスト-ルします。 

^ コンピュータじ同捆されていないデバイスゆソフトウェアを取りはけたりインス!'―ルする揚合は、 

S 事前にソフトウェアゆデバイスじ同巧のマニュアルを読を'か、製品のベンダーじ問い合わせて、その 

舌 ソフトウェアゆデバイスびご使用のコンピュータとオペレーティングシステ厶じ巧丽しているかどラ 

一 かを確認してください。 

〇 タワー型コンピュータのセットアップはこれで完了しました。 

- コン ピュー タの七 ットアップ（デスクトップ型） 

S A 警告：本巧の手順を開おする前に. r 製品情巧ガイド J 1 のをを手順に従ってください。 

g コンピュータを正しくセットアップするじは、すべての手順を行ラ必要びあります。 


キ-ボ-ドとマウス雑続し 
ます。 

〇注意： モデムケ-ブルをネッ 
トワークアダプタに接続しな 
いで<ださい。電話回線ひら 
の電圧は、ネットワークアダ 
プタを損信する恐れびあり 
ます。 



モデ厶またはネットワ-ク 
ヴづルを臟します。 

Ed メモ： ネットワークカード 
を取りがけている揚合は、 

ネットワーククーブルを 
ネットワークカードに接続 
します。 
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に 9 -を臟します。 

お使いのグラフィックスカードに丽じ 
て、モニターをさまざまな方巧で接続す 
ることびでさます。 

^ メモ：が属のアグプタまたはケーブル 
を使巧して、モニターをコンピュータ 
じ接続する必要びある場合びあります。 
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s シングルコネクタ付きシングルモニターおよびデュアルモニター対応力ードの場合 

"5 VGA アダプタ 



シングルモニター用のグラフィックスカードをお使いの揚 
合で、コンピュータを VGA モニターじ接続するには、 
VGA アダプタを使用します。 


デュアル VGAY ケーブルアダプタ 


デュアル DVI Y ケーブルアダプタ 




シングルコネクタびはいているグラフィックスカードをお 
使いの揚合で、コンピュータを1台ちしくは2台の VGA 
モニターじ接続するには、適切な Y ケーブルを使用します。 


シングルコネクタびけいているグラフィックスカードをお 
使いの揚合で、コンピュータを1台ちしくは2台の DVI モ 
ニターに接続するには、適切な Y ケーブルを使用します。 


デュアルモニターケーブルは色分けされています。青色のコネクタはプライマ IJ モニター用で、黒色 
のコネクタはセカンドモニター用です。デュアルモニターサポートをち巧じするじは、コンピュータ 
の起動時に両方のモニターびコンピュータじ接続されている必要びあります。 


106 


クイックリファレンスガイド 



































DVI コネクタおよび VGA コネクタが 1 つずつ付いたデュアルモニター対応力ードの場合 

DVI コネクタと VGA コネクタび各々1つ VGA コネクタ2つ、そのラち1つじ VGA アダプタを装着 



コンピュータを！台ちしくは2台のモニターじ接続する コンピュータを2台の VGA モニターじ接続するには、 

じは、該当するコネクタを使用します。 VGA アダプタを使用します。 


2つの DVI コネクタが付いたデュアルモニター対応力ードの場合 


DVI コネクタび2つ 


DVI コネクタび2つ、そのラち1つじ DVI コネクタび2つ、両方に VGA ア 
VGA アダプタを装着 ダプタを装着 



1台または2台の DVI モニター じ 
コンピュータを接続する揚合は、 
DVI コネクタを使用します。 



の DVI コネクタの1つじ接続する場 DVI コネクタじ接続する場合は、 VGA 

合は、 VGA アダプタを使用します。 アダプタを2つ使用します。 


クイックリファレンスガイド 
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& メモ：コンピュータじサウンドカードび取りはけられている揚合は、スピーカーをサウンドカードに接 
続します。 


& 


電源ケーブルを接続し、コン 
ピュータとモニターの電源 
を入れます。 


デスクトップ型コンピュータの前 
面には、オプションで IEEE 1394 
コネクタびあります。このコネク 
夕は 、 IEEE 1394カードをご購入 
されている場合にのみ使用でさま 
す。カードを購入する揚合は、デ 
ルにお問い合わせください。デル 
へのお問い合わせ方まおよび IEEE 
1394力ードの詳細じついては、 
f ユーヴーズガイド J を参照してく 
ださい。 



剧日するソフトウてア々デバイスをインスト-ルします。 

コンピュータじ同袖されていないデバイスゆソフトウェアを取りがけたりインス!'―ルする揚合は、 
事前にソフトウェアゆデバイスじ同袖のマニュアルを読を'か、製品のベンダーじ問い合わせて、その 
ソフトウェアゆデバイスび、ご使用のコンピュータとオペレーティングシステ厶じ巧丽しているかど 
ラかを確認してください。 

デスクトップ型コンピュータのセツトアップはこれで完了しました。 
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お使いのコンピュータについて 


正面図（タワー型) 



1 

上段 5.25 インチドライブ 
ベイ 

CD/DVD ドライブを収納します。 

2 

下段 5.25 インチドライブ 
ベイ 

CD/DVD ドライブまたはオプションの3つ目のハードドライブを吸細 
します。 

3 

上段 3.5 インチドライブ 
ベイ 

オプションの4つ目の八ードドライブ C シリアル ATA) を吸細します。 

4 

下段 3.5 インチドライブ 
ベイ 

このベイは、オプションのフ□ッピードライブ、またはオプションの 
メディアカードリーダーじ使用できます。 

5 

八ードドライブ動作ライト 

八ードドライブライトは、コンピュータびデータをノ\ー ドドライブか 
ら読み書きしている揚含に点なします。このライトは、 CD プレー 
ヤーなどのデパイスび動作中じち点なします。 
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6 

IEEE 1394コネクタ（ス 

プシヨン） 

デジタルビデオカメラゆ外はけの記憶装置など、高速のデータ装置にはオプションの 
IEEE 1394コネクタを使用します。 

7 

USB 2.0 コネクタ （2) 

フラッシュメモリキーゆカメラ、または起動可能な USB デバイスなど、時巧接続す 
るデバイスじは、前面 USB コネクタを使用します （ USB デバイスの起動じついて 
は、「セットアップユーティリティ」を参照して<ださい)。 

プリンタやキーボードなど通甫接続したままのデバイスじは、背面 USB コネクタを 
使用することをお勧めします。 

8 

Del | TM パツジ回転用の切 
り込み 

バッジを回転させるじは、バッジの外回りに指を置き、バッジを押し回します。バッ 
ジの下側おくじあるス□ットを使って回転させることちできます。 

9 

電源ボタン 

電源ボタンを押して、コンピュータじ電源を入れます。 

〇注意： データの損失を防ぐため、電源ボタンを押してコンピュータの電源を切 
らないで<ださい。電源ボタンを押す巧わりに、オペレーティングシステ厶のシャッ 
トグウンを実行してくださし、。 

メモ： 電源ボタンを使って、コンピュータを稼動させたり省電力が態にすることちで 
きます。詳細については、『ユーヴーブ万イド]]の「電源管理」を参照してください。 

10 

電源ライト 

電源ライトは、点滅したり点なすることで異なるが態を示します。 

• 消なーコンピュータの電源は切れています。 

• 緑色の点灯ーコンピュータは、通萬の動作が態です。 

•緑色の点滅ーコンピュータは、省電力が態です。 

• 黄色の点滅または点灯ーオンライン『ユーザーブガイド J ] の「電源の問題」を参 
照して < ださし、。 

省電力が態から復帰するには、電源ボタンを押すか、デバイスマネージャウィンドウ 
で復帰デバイスび設をされている場含、キーボードかマウスを使います。休止が態お 
よび省電力が態からの復帰の詳細じついては、『ユーザーブガイドリの「電力の管理」 
を参照して < ださい。 

コンピュータのトラブルシューティングじ役立つライトコードの説日月は、「該断ライ 
卜」 （127 ページ）を参照して<ださい。 

11 

マイクつネクタ 

マイクコネクタじバーソブルコンピュータ用マイクを接続して、音青や音楽をサウン 
ドまたはテレフ： J ニープ□グラ厶じ入力します。 

12 

へツドフ 3 ンコネクタ 

へッドフ 3 ンコネクタじへッドフ 3 ンを接続します。 

13 

診断ライト （4) 

診断ライトは、診断コードに基ブくコンピュータの問題のトラブルシューティングじ 
役立ちます。詳細に関しては、「診断ライト」 （127 ページ）を参照して < ださい。 

14 

ネツトワークリンク 
ライト 

ネットワークリンクライトは10 Mbps 、 100 Mbps . または1000 Mbps (または 

1 Gbps ) のネットワークとコンピュータ間の接続が良好な場含に点なします。 
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背面図（タワー型) 



1 

電源コネクタ 

電源ケーブルをこのコネクタじ挿入します。 

2 

電圧切り誓えスイッチ 

詳細に関しては、『製品情報ガイド J のまを手順を参照して<ださい。 

3 

背面パネルコネクタ 

シリアル、 USB 、 およびその化のデバイスのプラグを巧丽するコネクタ 
じ差し込みます。 

4 

カードス□ット 

取り巧けられたすべての PCI または PCI Express カード用のアクセスコ 
ネクタです。 
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正面図（デスクトップ型） 

12 3 4 


6 7 



1 

上段 5.25 インチドライ 
ブベイ 

このベイは CD / DVD ドライブを收納します。 

2 

下段 5.25 インチドライ 
ブベイ 

このベイは、オプションの CD / DVD ドライブまたはオプションの3つ目のハードド 
ライブ（シリアル ATA または SCSI ) を収細します。 

3 

3.5 インチドライブベイ 

このベイは、フ□ッピードライブまたはオプションのメディアカードリーダーじ使用 
でさます。 

4 

八ードドライブ動作ラ 
イト 

八ードドライブ動作ライトは、コンピュータび八ードドライブからデータを読み書き 
する際に点なします。このライトは、 CD プレーヤーなどのデバイスび動作中じち点 
なします。 

5 

IEEE 1394コネクタ（ス 

プシヨン） 

デジタルビデオカメラゆ外はけの記憶装置など、高速のデータ装置にはオプションの 
IEEE 1394コネクタを使用します。 
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6 

USB 2.0 コネクタ （2) 

フラッシュメモリキーゆカメラ、または起動巧能な USB デバイスなど、時巧接続す 
るデバイスじは、前面 USB コネクタを使用します （ USB デバイスの起動じついて 
は、「セットアップユーティリティ」を参照して<ださい)。 

プリンタやキーボードなど通甫接続したままのデバイスじは、背面 USB コネクタを 
使用することをお勧めします。 

7 

電源ボタン 

電源ボタンを押して、コンピュータじ電源を入れます。 

メモ：電源ボタンを使って、コンピュータを稼動させたり省電力が態にすることちで 
きます。詳細に関しては、「電力の管理」を参照してください。 

〇注意：データの損失を防ぐため、電源ボタンを押してコンピュータの電源を切 
らないで<ださい。電源ボタンを押す巧むりに、オペレーティングシステ厶のシャッ 
トダウンを実行してくださし、。 

8 

電源ライト 

電源ライトは、点滅したり点なすることで異なるが態を示します。 

• 消灯 ー コンピュータの電源は切れています。 

• 緑色の点灯 ー コンピュータは、通萬の動作が態です。 

•緑色の点滅ーコンピュータは、省電力が態です。 

• 黄色の点滅または点な 一 「電源の問題」を参照して<ださし、。 

省電力が態から復帰するには、電源ボタンを押すか、デバイスマネージャウィンドウ 
で復帰デバイスが設をされている場含、キーボードかマウスを使います。休止が態お 
よび省電力が態からの復帰の詳細じついては、「電力の管理」を参照して<ださい。 
コンピュータのトラブルシューティングじ役立つライトコードの説日月は、「診断ライ 
卜」 （127 ページ）を参照して<ださい。 

9 

診断ライト （4) 

診断ライトは、診断コードに基づくコンピュータの問題のトラブルシューティングじ 
役立ちます。詳細じついては、「診断ライト」 （127 ページ）を参照して < ださい。 

10 

マイクつネクタ 

マイクコネクタじバーソナルコンピュータ用マイクを接続して、音声ゆ音楽をサウン 
ドまたはテレフ3ニープ□グラ厶じ乂力します。 

11 

へッドフ3ンコネクタ 

へッドフ3ンコネクタにはへッドフ3ンを接続します。 

12 

ネットワークリンクラ 
イト 

ネットワークリンクライトは10 Mbps 、100 Mbps 、 または1000 Mbps (または 

1 Gbps ) のネットワークとコンピュータ間の接続び良好な場含に点なします。 
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1 

カー ドス□ット 

取りがけられたすべての PCI または pa Express 力ー ド用のアクセスコネクタです。 

2 

電源コネクタ 

電源ケーブルをこのコネクタじ挿入します。 

3 

電圧切り誓えスイッチ 

詳細に関しては、『製品情報ガイド J ] のまを手順を参照して<ださい。 

4 

背面パネルコネクタ 

シリアル、 USB 、 およびその化のデバイスのプラグを巧丽するコネクタじ差し込み 
ます。 


背面パネルコネクタ 


1 2 3 4 5 



12 11 10 9 
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1 

マウスつネクタ 

標準のマウスは、緑色のマウスコネクタじ差し込みます。コンピュータと取り巧けら 
れているすべてのデバイスの電源を切ってか6、マウスをコンピュータじ接続しま 
す。 USB マウスをお使いの揚合、 USB コネクタじ差し込みます。 

お使いのコンピュータで Microsoft ® Windows ® XP オペレーティングシステ厶を 
実行している揚合、必要なマウスドライバは八ードドライブにインストール;きみです。 

2 

パラレルコネクタ 

プリンタなどのパラレルデバイスをパラレルコネクタじ接続します。 USB プリンタ 
をお使いの揚合、 USB コネクタじ差し込みます。 

メモ：バラレルコネクタを持つ力ードび巧蔵バラレルコネクタと同じアドレスじ設定 
されていることをコンピュータび巧化した場合、の蔵バラレルコネクタは自動的に無 
効になります。詳細に関しては、『ユーヴープガイド J ] の「システ厶セットアップ3 
プシヨン」を参照してください。 

3 

リンク保をライト 

• 緑色 一 10 Mbps ネットワークとコンピュータ間の接続び良好です。 

• 檔色一100 Mbps ネットワークとコンピュータ間の接続び良好です。 

. 黄色 一 1000 Mbps (または1 Gbps ) ネットワークとコンピュータ間の接続び良好 
です。 

• オフーコンピュータは物理的なネットワーク接続を検出していません。 

4 

ネットワークアダプタコ 
ネクタ 

コンピュータをネットワークゆブ□-ドバンドデバイスじ取りせけるじは、ネット 
ワークケーブルの片方の端をネットワークジャックゆネットワーク/ブ□-ドバンド 
デバイスじ接続します。ネットワークケーブルのちラー方の端を、コンピュータの 
ネットワークアダプタコネクタじ接続します。カチッと权まったらネットワークケー 
ブルはしっかりと接続されています。 

メモ：モデ厶ケーブルをネットワークコネクタに接続しないでください。 

を加のネットワークコネクタカードを搭載したコンピュータでは、複数のネットワー 
ク接続（別個のイントラネットとエクストラネットなど）をセットアップするとき 
じ、カードおよびコンピュータの背面じあるコネクタを使用します。 

カテゴリ5のケーブルを使用して、ネットワークを接続することをお勧めします。 
カテゴリ3のケーブルを使用する必要びある揚合、ネットワークま度を10 Mbps じ 
して動作の信頼性をおなします。 

5 

ネットワーク動作ライト 

黄色のライトは、コンピュータびネットワークデータを送信、または受信している時 
じ点滅します。ネットワークトラフィックび多い場含、このライトが「点な」のが態 
じ見えることがあります。 
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6 ライン入カコネクタ 青色のライン入カコネクタじカセットプレーヤー、 CD プレーヤー、または VCR (ビ 

デスカセットレコーダー）などの録音/再をデバイスを接続します。 
_サウンドカー_ドび搭載されたコンピュータの揚合、 力ー ドのコネクタを使用します。 

7 ラインちカコネクタ 緑色のラインちカコネクタを使って、ヘッドフ； J ンおよびの蔵アンプのせいたほとん 

どの スピーカーを 接続します。 

_サウンドカー_ドび搭載されたコンピュータの揚合、 力ー ドのコネクタを使用します。 

8 マイクコネクタ ピンク色のマイクコネクタじバーソブルコンピュータ用マイクを接続し、音声や音楽 

をサウンドまたはテレフ： J ニープ□グラ厶じ乂力します。 

サウンドカードび搭載されたコンピュータの揚合、マイクコネクタはカードじあり 
_ます。_ 

9 USB 2.0 コネクタ （2) プリンタやキーボードなど通甫接続したままのデバイスじは、背面 USB コネクタを 

使用します。 

フラッシュメモリキーゆカメラ、または起動可能な USB デバイスなど、時巧接続す 
_ _るデバイスじは、前面 USB コネクタを使用します。_ _ 

10 USB 2.0 コネクタ （3) プリンタやキーボードなど通甫接続したままのデバイスじは、背面 USB コネクタを 

使用します。 

フラッシュメモリキーゆカメラ、または起動可能な USB デバイスなど、時巧接続す 
_るデバイスじは、前面 USB コネクタを使用します。_ 

11シリアルコネクタ ハンドへルドデバイスなどのシリアルデバイスをシリアルポートに接続します。デ 

フ3ルトの指を免は、シリアルコネクタ1び COM 1、 オプションのシリアルコネク 
夕2び COM 2 です。 

詳細に関しては、『ユーザーブガイド J ] の「セットアップオプション」を参照してく 
_ださい。_ 

12キーボードコネクタ 標準のキーボードをお使いの揚合、紫色のキーボードコネクタじ差し込みます 。 USB 

キーボードをお使いの揚合、 USB コネクタじ差し込みます。 
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ピユータ内部 

^警告：本項の手順を開始する前に、『製品情報ガイド JI のをを手順に従ってください。 



1 

電源装置 

6 

カードフアン 

2 

オプションの追加ファン 

7 

プ□セツサフアン 

3 

システ厶基板 

8 

下段 3.5 インチドライブベイ 

4 

八ードドライブ 

9 

上段 5.25 インチドライブベイ 

5 

プ□セツサエアフ□一カパー 

10 

ドライブ クー ジ 

ブルの色 


デバイス 

色 

ノ\ードドライブ 

青色のケーブル 

フ□ツピードライブ 

黒色のプルタブ 

CD / DVD ドライブ 

倍色のプルタブ 
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システム基板のコンポーネント 


ミ 

ミ 

ミ 


1 


2 


3 4 5 



6 

7 


8 

9 

10 

11 

12 

13 

14 

15 


1 

電源コネクタ (12 VPOWER ) 

13 

PCI Express x 1 カードス□ット 

2 

メモリモジュールコネクタ 

14 

最大150 W の PCI Express x 16 カードス□ット 

3 

バッテ U —ソヴット ( BATTERY ) 

15 

PCI Express x 8 カードス□ット （ x 4 として配線） 

4 

メモリフアンコネクタ (FAN MEM ) 

16 

PO カードス□ット (1-3) 

5 

前面バネルコネクタ 

17 

外巧けライトコネクタ (AUX LED ) 
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6 

ミ電源コネクタ ( POWER ) 

18 

フ□ツピードライブ ( FLOPPY ) 

7 

IDE ドライブコネクタ （ IDE ) 

19 

シリアルコネクタ ( SERIAL 2) 

8 

SATA コネクタ （ SATA -1、 SATA -3、 SATA -〇、 
SATA -2) 

20 

カードクージファン (FAN CARD CAGE ) 

9 

RTC リセットジャンパ ( RTCRST ) 

21 

巧蔵スピーカーコネクタ （ INT _ SPKR ) 

10 

Flexbay コネクタ ( FLEXBAY ) 

22 

プ□セツサファンコネクタ ( FAN _ CPU ) 

11 

シャーシイントルージョンへッタ''一 

23 

プ□セツサコネクタ ( CPU ) 

12 

八スワードジャンパ ( PASS ) 




ューザーズガイドの見つけ方 

0■ユーヴースガイド J じは、お使いのコンピュータじついてなのよラに詳細な情報び含まれています。 
• 仕様 

• コンピュータの向さをデスクトップ型からタワー型じ変更する方巧じついての情報 

• 利用可能なコネクタすべてを含をコンピュータの正面図および背面図 

• システ厶基板ゆコネクタの詳細な図を含をコンピュータ巧部の図 
• コンピュータの着掃手順 

• バスワードゆセットアップオプションを使用した LegacySele け テクノ□ジコント□ールなど 
のソフトウェア機能じついての情報 

• Microsoft Windows XP オペレーティングシステ厶の使用に関するヒントと情報 

• メモ IJ 、 力ード、ドライブ、マイク□プ□セッサ、およびバッテ IJ - を含を'部品の取りがけと 
取の外し手順 

• さまざまなコンピュータの問題のトラブルシューティンヴ情報 

• Dell Diagnostics (診断）プ□グラ厶の使い方およびドライバの再インス!■'ール手順 

• デルへのお問い合わせ方ま 

riL - ヴーブガイド J は、八ードドライブまたはデルサポートサイト （ support . jp . dell . com ) か 
らアクセスすることびでさます。 

ハードドライブからューザーズガイドにアク七スするには、巧の手順に従います。 

スタートボタンをク IJ ックして、ヘルプとサポートをク IJ ックします。 

デルサポートサイトからューザーズガイドにアク七スするには、巧の手順に従います。 

1 support . jp . dell . com じアクセスします。 

2ウェブサイトのプ□ンプトじ従い、お使いのコンピュータの機種じついての質問に丽答します。 
3デルサポートサイトのホー厶ぺージで、参考資料じあるデルドキュメントをク IJ ックしてから 
システ厶をク IJ ックし、お使いのコンピュータの機種を選択します。 
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3 ンピュータカバーの取り外し 

^警告：本頂の手順を開始する前に、『製品情報ガイド JI の安を手順に従ってください。 

化 警告：感電防止のため.カバーを取り外す前にコンピュータの電源プラグを必ずコンセントから抜いて 
ください。 

〇ま意：コンピュータ肉部の部品に触れる前に、コンピュータ背面の金属部など塗装されていない金属面 
じ触れて、身体の静電気を除去して<ださい。作業中ち、定巧的に塗装されていない金属面に触れて、 

巧蔵コンポーネントを損*する恐れのある静電気をおちして<ださい。 

〇 ま 意：データの損失を避けるため、コンピュータの電源を切る前に、開いているファイルをすべてな存し 
てひら閉じ、実行中のプ□グラ厶をすベて終了します。 

1オペレーティンヴシステ厶をシャットダウンします。 

a 開いているすべてのプ□ヴラ厶ゆファイルを保存して終了します。スタートボタンをク 
IJ ックして、終了オプションをク IJ ックします。 

b コン ピュ ータの 電源を切るウィンドウで、電源を切るをク IJ ックします。 

オペレーティンヴシステ厶のシャットダウンプ□セスび終了した後に、コンピュータの電 
源び切れます。 

2コンピュータと取りがけられているすべてのデバイスの電源び切れているか確認します。オペ 
レーティンヴシステ厶をシャットダウンしたときに、コンピュータおよび接続デバイスの電源 
び白動的じ切れなかった揚合は、ここで電源を切ります。 

3セキュ IJ ティケーブルを取り巧けている揚合は、ケーブルをセキュ IJ ティケーブルス□ットか 
ら取り外します。 

〇 ま意：コンピュータやコンピュータを置いている台の表面を*はけないよラに、必ずな護されている水 
平な台上で作業します。 

4コンピュータカバーを上に向けて、平らな台の上に置さます。 

5カバーの1」1」ースラツチを後ろに引きます。 
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カバーリリースラッチ 



6コンピュータの縁じある3つのヒンジタブを確認します。 

7コンピュータカバーの側面を持ち、ヒンジをてこの支点としてカバーを上に動かします。 

8カバーをヒンジタブから外し、まさな揚巧に置いておさます。 

お取り巧い上の注意 

コンピュータを取りあラ際は、なのよラな巧奨される処置を実行してください。 

• データび失われたり破損するのを避けるためじ、八ードドライブのライトび点なしている時は 
コンピュータの電源を切らないでくださし、。 

• ウイルス巧策ソフトウてアを使用して定期的にウイルススキャンを行ってくださし、。 

• 定期的に不要なファイルを削除したり、ドライブを最適化して、八ードドライブスペースを管 
理してください。 

• 定期的にファイルのバックアップを行ってください。 

• モニター画面、マウス、およびキーボードをを期的に着掃してください（詳細に関しては 
r ユーヴースガイド J を参照してください)。 
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問題の解決 

トラブルシューテイングのヒント 

お使いのコンピュータの問題を解;央するじは、 L ソ下のチェック事項を実行します。 

• 宜 B 品を追加したり取り外した後に問題び発ちした揚合、取りがけ手順を見直して、部品び正し 
く取りはけられてし\るか確認します。 

• 周辺機器び動作しない揚合は、周辺機器び正しく接続されているか確認します。 

• 画面にエラーメッセージび表示される揚合、メッセージを正確にメモします。このメッセージ 
は、テクニカルサポート担当ちび問題を診断して修復するのに役立つ揚合びあります。 

• プ□ブラムの実行中にエラーメッセージび表示される揚合、プ□グラ厶のマニュアルを参照し 
てくださし、。 

• トラブルシューティングの項で、 riL - ヴーブガイド j を参照するよラに勧められている揚合 
は 、 suppo け. jp . dell . com じ（必要であれば別の〕ンピュータから）アクセスして、 fflL - 
ヴースガイド J を参照することびでさます。 

ソフトウェアおよび八ードウェアのが互換性の解決 

デバイスび 0 S のセットアップ中に検巧されない、または、検巧されても設定び正しくない揚合は、 
非互換性の問題を解;央するためじ八ードウェアに関するトラブルシューティングを使用でさます。 
A - ドウェアに関するトラブルシューティンヴで非互換性の問題を解決するには、なの手順を実行し 
ます。 

1 スタートボタンをク IJ ックして、ヘルプとサポートをク I 」ックします。 

2巧索フィールドで ハードウェアに関するトラブルシューティン ヴと入力し、次に、ち印をク 
I 」ックして検索を開始します。 

3検索の結果の一覧で、ハードウエアに関するトラフルシューティングをク IJ ックします。 

4 八ードウェアに関するトラフルシューティング ー覧で、 コンピュータじある八ードウェアの競 

合を解巧しますをク IJ ックして、なへをク IJ ックします。 

Microsoft ⑩ Windows ® XP システムの復元 

八ードウェア、ソフトウェア、またはその化のシステ厶設定を変更したためじ、コンピュータび正常 
じ動作しなくなった揚合 、 Microsoft Windows XP オペレーティンヴシステ厶のシステ厶の復5を 
使用して、コンピュータを■(前の動作が態に復元することびでさます（データファイルへの影響はあ 
りません)。システ厶の復元の使い方じついては、 Windows ヘルプとサポートセンター(「情報の検 
索方法」 （95 ページ）を参照）を参照してください。 

〇ま 意：データファイルのバックアップを定巧的に作成してください。システ厶の復なは、データファイ 
ルを監視したり、データファイルを復元したりしません。 

復元ポイントの作成 

1スター トボタンをク IJ ックして、ヘルプと サポー トをク IJ ックします。 

2システ厶の復元をク IJ ックします。 

3画面の指示に従います。 
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コンピュータの jy 前の動作状態への復元 

〇 ま 意： コンピュータを Li (前の稼動状態に復元する前に、開いているファイルをすべてなをしてから閉じ、 
実行中のプ□グラ厶をすベて終了します。システ厶の復元び 亮 了するまで、いひなるファイルまたはプ 
□グラ厶ちを要したり、開いたり、削除したりしないで<ださい。 

1スタート ボタンをク IJ ックし、すべてのプログラムーアクセサリーシステ厶ツールとポイン 

卜してから、システ厶の復元をク IJ ックします。 

2コンピュータを L リ前の状態に復元するび選択されてしぶことを胞忍して、次へをク IJ ックします。 
3コンピュータを復元したいカレンダーの曰巧をク IJ ックします。 

復元ポイントの選択画面に、復元ポイントを選択するカレンダーび表示されます。復元ポイン 
卜び利用でさる曰巧はス字で表示されます。 

4復元ポイントを選択して、夕へをク IJ ックします。 

カレングーに復元ポイントび1つしか表示されない揚合、その復元ポイントび自動的に選択さ 
れます。2つ L ソ上の復元ポイントび利用可能な揚合、希望の復元ポイントをク IJ ックします。 

5なへをク IJ ックします。 

システ厶の復元びデータの収集を完了したら、復元は完了しました画面び表示され、コン 
ピュータび自動的に再起動します。 

6コンピュータび再起動したら、 OK をク IJ ックします。 

復元ポイントを変更するには、別の復元ポイントを使用してこの手順を繰り返すか、復元を元に戻し 
ます。 


最後のシステムの復元を取り;"肖す 

〇ま 意： 最をのシステ厶の復元を取り;肖す前に、開いているファイルをすべて f 呆存してから閉じ、美行中 
のプ□ブラ厶をすべて終了します。システ厶の復元び完了するまで、いひなるファイルまたはプ□グラ 
厶ち変更したり、開いたり、郎おしたりしないで<ださい。 

1スタート ボタンをク IJ ックし、すぺてのプログラ么ーアクセサリーシステ厶ツールとポイン 

卜してから、システ厶の復元をク IJ ックします。 

2 W 前の復元を取り消すを選択して、巧へをク I 」ックします。 

3次へをク IJ ックします。 

システ厶の復元画面び表示され、コンピュータび再起動します。 

4コンピュータび再起動したら、 OK をク IJ ックします。 

システムの復元の有効化 

200 MB より空容量びみない八ードディスクじ Windows XP を再インス!ルした揚合、システ厶 
の復元は自動的に無効に設定されています。システ厶の復5び有巧になっているか確認するには、な 
の手順を実行します。 

1 スター トボタンをク IJ ックして、コントロールパネルをク IJ ックします。 

2 バフ スー7 ンスとメンテナンスをク I 」ックします。 

3システ 厶をク IJ ックします。 

4システ厶の復元タブをク I 」ックします。 

日システ厶の復元を無巧じするじチェックマークびはいていないことを確認します。 
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胃 前回正常起動時の構成機能の使用 

ご 1コンピュータを再起動し、オペレーティンヴシステ厶の選巧といラメッセージび表示されたら、 

<F8> を巧します。 

こ 2前回起動時の構成を選巧して <Enter> を巧し、<1>を巧します。プ□ンプトび表示されたら才 

含 ペレーティンヴシステ厶を選択します。 

こ 追加のデバイスまたはソフトウェアのコンフリクトを解消するその他のオプション 

E 〇ま意： L 乂下のプ□セスを実行すると、八ードドライブのすべての情報び;肖去されます。 

口 • オペレーティンヴシステ厶のインス!'―ルガイドとオペレーティングシステム CD を使って、 

« オペレーティンヴシステ厶を再インス!'―ルします。 

" オペレーティンヴシステ厶の再インス!ル中に、既存のパーティションの削除を選巧し、 

I 八ードドライブを再フォーマットすることびできます。 

ミ • fDrivers and Util け ies CDJI を使用して、すべてのドライバを（チップセットドライバを最ネ刀 

じ）再インス!'―ルします。 

Dell Diagnostics (診断）プログラム 

A \ 警告：本巧の手順を開おする前に.『製品情おガイド J 1 のま全手順に従ってください。 

Dell Diagnostics (診断）プログラムを使巧する場合 

コンピュータじ問題び舞をした揚合、デルテクニカルサポートじ問い合わせる前に、「問題の解ミ央」 
(122 ページ）じあるチェック事項を実行してから、 Dell Diagnostics (診断）プ□グラ厶を実行し 
てくださし、。 

作業を始める前に、これらの手順を EP 刷しておくことをお勧めします。 

〇ま意： Dell Diagnostics (誇断）プ□グラ厶は、 Dell™ 〕ンピュータでのみ機能します。このプ□グラ厶 
を(也のコンピュータで使用すると、コンピュータび間違った反麻を示したり、エラーメッセージび表示 
されることびあります。 

Dell Diagnostics (診断）プ□グラ厶では、 U ■(下のことび巧能です。 

• 1つまたはすべてのデバイスじついて、クイックチェックまたはを体テストの実行 
• テストび実行される回数の選が 

• テスト結果の画面への表示、 EP 刷、ファイルへの保存 

• エラーび検出された揚合のテストの中断、または特定の数のエラーび舞をした揚合のテストの 
終了 

• テストおよびその実行方巧を説巧するオンラインの Help (ヘルプ）画面へのアクセス 

• テストび正常に完了したかどラかを知らせるステータスメッセージの表示 
• 問題び検出された揚合のエラーメッセージの受信 

八ードドライブから Dell Diagnostics 愼断）プログラムを開始する場合 

1コンピュータの電源を入れます（または再起動します)。 

2 DELL™ の□コ''び表示されたらすぐに <F12> を巧します。 

& メモ：誇断ユーティリィティノ\°ーティションび見つからないことを知らせるメッセージび表示された厦 
含は、 「Dell Diagnostics (設断）プ□ブラ厶を Drivers and Utilities CD から起動する揚含」 （125 ペー 
ジ）を参照してください。 
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ここで時間をおさすぎてオペレーティングシステ厶の□コ''び表示された揚合 、 Microsoft 
Windows のデスクトップび表示されるまで待ちます。 奶こ' コンピュータをシャットダウン 
して、ちラー度ゆり直します。コンピュータのシャットダウンの詳細に関しては、0■ユーヴース 
ガイド]]を参照してください。 

3 起動デバイスー覧び表示されたら、 Boot to UtiHty Part け ion をハイライト表示して 
< Enter > を巧します。 

4 Dell Diagnostics (診断）プ□グラ厶 Main Menu び表示されたら、実行したいテストを選 
択します。テストの詳細に関しては、0■ユーヴーブガイド J を参照してください。 

Dell Diagnostics (診断）プログラムを Drivers and Utilities CD から起動する場合 

1 rOrivers and Utilities CDJI を挿入します。 

2コンピュータをシャットダウンして、再起動します。コンピュータのシャットグウンの詳細に 
関しては、0■ユーヴースガイド J を参照してください。 

3 DELL □コ''び表示されたら、すぐに < F 12> を巧します。 

ここで時間をおさすぎて、オペレーティングシステ厶の□コ''び表示された揚合、 Windows デ 
スクトップび表示されるまで待ちます。次に、コンピュータをシャットグウンして、もラー度 
ゆり直します。コンピュータのシャットダウンの詳細に関しては、0■ユーヴーブガイド J を参照 
してくださし、。 

^ メモ：巧の手順は、起動順巧を一回だけを要します。巧回の起動時には、コンピュータはセットアップ 
ユーティリティで指定したデ/ ' C イスに従って起動します。 

4 起動デバイスー覧び表示されたら、 IDE CD-ROM Device をハイライト表示して < Enter > を 
巧します。 

日 CD の起動メニューから IDE CD-ROM Device オプションを選択します。 

6 表示されたメニューから Boot from CD-ROM オプションを選択します。 

7 1 と入力して ResourceCD メニ；！一を開始します。 

8 2 と入力して Dell Diagnostics (診断）プ□ブラ厶を開始します。 

9 番号のがいた一覧から Run the 32 Bit Dell Diagnostics を選択します。複数のバージョン 

び IJ ストじある揚合は、コンピュータじ適切なバージョンを選択します。 

10 Dell Diagnostics (診断）プ□グラ厶 Main Menu び表示されたら、実行したいテストを選 
巧します。テストの詳細に関しては、0■ユーヴーブガイド J を参照してください。 

テストを始める前に 

A 警告：本項の手順を開おする前に.『製品情おガイド J 1 のま全手順に従ってください。 

• プ IJ ンタび接続されている揚合は、プ IJ ンタの電源を入れます。 

• セットアップユーティ IJ ティを起動し、コンピュータの設定情報を確認し、コネクタなどのコン 
ピュータのすべてのコンポーネントゆデバイスを有効じします。 
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ミ 

ミ 

ミ 


ビープコード 

お使いのコンピュータの起動時じ、モニターじエラーメッセージまたは問題を表示でさない揚合、 
ビープ音び連続して鳴ることびあります。この連続したビープ音はビープコードと呼ばれ、問題を特 
定します。連続したビープ音には、ビープ音びまず1回鳴り、なじ連続して3回鳴ってから、1回鳴 
るちのびあります（コード1-3-1)。このビープコードは、コンピュータびメモ IJ の問題を検出したこ 
とを巧らせます。 

ビープコードび巧をしたら、そのコードを書さ留め、次の表でそのコードを調べてください。 


コード 

1 - 1-2 

1-1-3 

1-1-4 

1 - 2-1 

1 - 2-2 

1-2-3 

1-3 

1-3-1 〜 2-4-4 

1-3-2 

3-1-1 

3-1-2 

3-1-3 

3-1-4 

3-2-2 

3-2-4 

3-3-1 

3-3-2 

3-3-4 

3-4-1 

3-4-2 

3- 4-3 

4- 2-1 
4-2-2 
4-2-3 
4-2-4 
4-3-1 
4-3-3 


原因 

マイク□プ□セッサレジスタ障害 
NVRAM 読み書き障害 
ROM BIOS チてックサ厶障害 
プ□グラ厶可能インターバルタイマー障害 
DMA 初期化障害 

DMA ページレジスタ読み書夏障害 
ビデオメモリテスト障害 

メモリび正し<認識されていないか使用されていない 
モリの問題 

スレーブ DMA レジスタ障害 
マスタ DMA レジスタ障害 
マスタ割り込みマスクレジスタ障害 
スレーブ割り込みマスクレジスタ障害 
割り込みベクトル□ー ド障害 
キーボードコント□ーラテスト障害 
NVRAM 電力損失 
無効な NVRAM 設定 
ビデオメモリテスト障害 
画面初期化障害 
画面 I 」トレース障害 
ビデオ ROM の検索障害 
タイマーチックなし 
シャットダウンエラー 

Gate A 20 エラー 

プ□テクトモードです期せぬ割り込みあり 
アドレス OFFFFh L 义 h のメモリ障害 
タイマーチップカウンタ2の障害 
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コード 

原因 

4-3-4 

時計の停止 

4-4-1 

シリアルまたはパラレルポートテスト障害 

4-4-2 

シヤドウメモリにコードを醉凍不可 

4-4-3 

数値演算コプ□セツサテスト障害 

4-4-4 

キヤジシユテスト障害 


エラーメツセージ 

メモ：メッセージび I 」ストじない揚合、メッセージび表示されたときに実行していた3ペレーティング 
システ厶またはプ□グラ厶のマニュアルを参照してください。 

起動中にエラーび発ちした揚合は、問題の巧容を示すメッセージびモニターじ表示されることびあり 
ます。問題の解決のアドバイスじついては、 ffZL - ヴーズガイド J の「エラーメッセージ」を参照し 
てください。 

診断ライト 

/|\警告：本巧の手順を開おする前に.『製品情おガイド J 1 のまを手順に従ってください。 

問題のトラブルシューティングじ役立つよう、コンピュータの正面にはそれぞれ「1」、「2」、「3」、お 
よび「4」とラベルびけいた4つのライトびあります。これらのライトは、オフになっているかまた 
は緑色に点なします。コンピュータび正常に起動すると、ライトび点滅します。コンピュータを起動 
すると、4つすベてのライトびみしの間緑色に点なしてからオフじなります。これは正常な動作であ 
ることを示しています。コンピュータび誤動作している揚合、ライトのパターンじよって問題を識別 
でさます。 


ライトパターン 問題の説明 推奨される処置 


コンピュータび通常のスフのが態、またコンピュータを使用可能なコンセントじ 
は BIOS じ障害が起こっているす能性があ接続し、電源ボタンを押します。 

ります。 

メモ ： POST の後、コンピュータの動作が 
態び正背であれば、かし経ってから診断 
ライトはスフ(こなります。 


BIOS 障害が豬生した巧能性びあります。 BIOS Recovery U 川 ity を実行し、 BIOS 
コンピュータは修復モードです。 の修復赃理が完了するのを待って、コン 

ピュータを再起動します。 


プ D セツヴ la 章胃び起こコてしす宫自'注プ I □セツサを目又のがけなお'して、二!ン 
があります。 ピュータを再起動します。 
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ライトパターン 問題の説明 推奨される処置 


メモリモジュールび橫出されましたび、 1メモリモジュールを扳き差しして、コン 

メモリ障害び豬生しています。 ピュータびメモリと正萬に通信してし、 

るひ確認します。 

2コンピュータを再起動します。 

3問題び醉決しない揚含は、すべてのメ 
モリモジュールを取り外し、メモリモ 
ジュールコネクタ4じメモリを1つ取 
りはけます。 

4コンピュータを再起動します。 

巧の メッ セージび表示されます。 

Alert! Operating in Debug 
Mo 幻 e. Please Populate Memory 
in Pairs for Normal Operation. 
(警告！デバッグモードで動作してい 
ます。通常の動作にはメモリをペアで 
装着してください。） 

日 < F 1> を巧してオペレーティングシステ 
ムを起動します。 

6 Dell Diagnostics (診断）プ□グラ厶 
を実行します。手順については、124 
ページを参照して < ださし、。 

7 メモリモジュールのテストび問題なく 
終了した揚含、コンピュータをシャッ 
トダウンし、起動中または診断テスト 
中にメモリエラーび凳ちするまで、残 
りのメモリモジュールについて手順を 
繰り返します。 

最初にテストしたメモ I 」モジュールに 
問題びあった揚台でち、残りのメモリ 
モジュールに問題びないか確認するた 
め、すべてのメモリモジュールに対し、 
同じ手順を繰り返します。 

8問題のあるメモリモジュールび判明し 
たら、デルに連絡して交換を依頼して 
<ださい。デルへのお問い含わせ方を 
に関しては、『ユーザーズガイド J を参 
照して < ださし、。 

タモ：必要な揚含、新しいモリモ 
ジュールび取り付けられるまで、デバッ 
ブモードでコンピュータを動作させるこ 
とびできます。 
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ライトパターン 問題の説明 

推奨される処置 

拡張カードの障胃び数 L たな能性びあ 

リ^。^四处ります。 

1カード（グラフィックスカードではな 
し、）を取り外し、コンピュータを再起 
動してコンフリクトび起きているひ調 
ベます。カードの取り外しの詳細に関 
しては、 f ユーヴーズ方イド J ] を参照し 
て < ださし、。 

2問題び醉決しない攝台、取り外した 
カードを取りはけ直し、別のカードを 
取り外して、コンピュータを再起動し 
ます。 

3それぞれのカードについて、この手順 
を繰り返します。コンピュータび正萬 
に起動する揚含は、リソースコンフリ 
クト時にコンピュータから最禮に取り 
外したカードをトラブルシューティン 
グします（「ソフトウェアおよびノ\ー ド 
ウェアのが互換性の醉決」 （122 ペー 
ジ）を参照)。 

4問題び辭決しない攝台、デルにお問い 
含わせ<ださい。デルへのお問い台む 
せ方をに関しては、『ユーザーズ方イ 
ド]]を参照してくださし、。 

ヴうフィジクスカードの障胃び舞化/^ 
啡目性びあります。 

• コンピュータにグラフィックスカード 
を取りはけている攝台、カードを取り 
外し、取りはけなおしてコンピュータ 
を再起動します。 

• それでち問題び醉ましない場含、動作 
を確認済みのグラフィックスカードを 
取りはけ、コンピュータを再起動し 
ます。 

• 問題び醉決しない揚台、またはグラ 
フィックスげコンピュータにの蔵され 
ている揚含、デルにお問い含わせ< だ 
さい。デルへのお問い含わせ方法に関 
しては、 r ユーザーズ方イド J 1 を参照し 
て < ださし、。 

フ D ッピ—ドライブまたはノ\—ドドライ 
ブの障害が豬生した巧能性びあります。 

すべての電源ケーブルおよびデータケー 
ブルを接続しなおし、コンピュータを再 
起動します。 

USB の障害び発生した巧能性びあります。 

すべての USB デバイスを取り巧けなお 
し、クーブル接続を確認して、コン 
ピュータを再起動します。 
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ライトパターン 問題の説明 


©@〇@ 


メモリモジュールび樣出されません。 


バ^^^^^ システム基板の障害び豬生しました。 


推奨される処置 


1メモリモジュールを扳き差しして、コン 
ピュータびメモリと正萬に通信してし、 
るひ確認します。 

2コンピュータを再起動します。 

3問題び醉決しない揚含は、すべてのメ 
モリモジュールを取り外し、メモリモ 
ジュールコネクタ4じメモリを1つ取 
りはけます。 

4コンピュータを再起動します。 

巧のメッセージび表示されます。 

Alert! Operating in Debug 
Mode. Please Populate Memory 
in Pairs for Normal Operation. 
(警告！デバッグモードで動作してい 
ます。通常の動作にはメモリをペアで 
装着してください。） 

日 < F 1> を巧してオペレーティングシステ 
厶を起動します。 

6 Dell Diagnostics (診断）プ□グラ厶 
を実行します。手順については、124 
ページを参照して < ださし、。 

7 メモリモジュールのテストび問題なく 
終了した揚含、コンピュータをシャッ 
トダウンし、起動中または診断テスト 
中にメモリエラーび凳ちするまで、残 
りのメモリモジュールについて手順を 
繰り返します。 

最初にテストしたメモ I 」モジュールに 
問題びあった揚台でち、残りのメモリ 
モジュールに問題びないか確認するた 
め、すべてのメモリモジュールじ対し、 
同じ手順を繰り返します。 

8欠陥びあるメモリモジュールび識別さ 
れたら、交換についてデルにお問い含 
むせ< ださい。デルへのお問い台むせ 
方をについては r ユーザーズガィド J 
を参照して < ださし、。 

タモ：必要な揚含、新しいモリモ 
ジュールび取り付けられるまで、デバッ 
ブモードでコンピュータを動作させるこ 
とびできます。 


デルにお問い含むせじなりテクニカルヴ 
ポートを受けて<ださい。デルへのお問 
い含わせ方法に関しては、『ユーザーズガ 
イド]]を参照して<ださい。 
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ライトパターン 問題の説明 

推奨される処置 

。、/メモリモジュールは検ホされましたび、 
メモリの設をまたは互 f 奥性エラーび存だ 
します。 

• 特別なメモリモジュールあるいはメモ 

1」コネクタ設置要件びないか確認し 
ます。 

• 取りはけるメモリモジュールびコン 
ピュータと互換性びあることを確認し 
ます。 

• メモリモジュールを取りはけなおし、 
コンピュータを再起動します。 

• 問題び醉決しない攝台は、デルにお問 
し、含わせ<ださい。デルへのお問い含 
わせ方まに関しては、 f ユーザース方イ 
ド J ] を参照して<ださし、。 

システ厶基板リソースおよびハードウェ 
アのどちらかまたは兩方の障害び発生し 
た可能性びあります。 

• 「ソフトウェアおよびハードウェアのが 
互換性の解決」 （122 ページ）の手順を 
実行します。 

• 問題び醉決しない攝台は、デルにお問 
し、含わせ<ださい。デルへのお問い含 
わせ方をに関しては、『ユーザーズ方イ 
ド]]を参照して<ださし、。 

拡張カードの障胃び豬趴た3能性びあ 

心。^四妙ります。 

1カード〔グラフィックスカードではな 
し、）を取り外し、コンピュータを再起 
動してコンフリクトび起きているひ調 
ベます。 

2問題び醉決しない揚含、取り外した 
カードを取りはけ直し、別のカードを 
取り外して、コンピュータを再起動し 
ます。 

3それぞれのカードについて、この手順 
を繰り返します。コンピュータび正萬 
に起動する場含は、リソースコンフリ 
クト時にコンピュータから最禮じ取り 
外したカードをトラブルシューティン 
グします（「ソフトウェアおよけ八ード 
ウェアのが互換性の醉決」 （122 ペー 
ジ）を参照)。 

4問題び醉決しない揚含は、デルにお問 
し、含わせ<ださい。デルへのお問い含 
わせ方をに関しては、 r ユーザーズガイ 
ド J 1 を参照して < ださし、。 

その化の障害が発生しました。 

W このパタ-ンは、セットアップユ-ティリ 
ティを起動したときにち表示され、問題を 
示すちのではない攝台びあります。 

• ハードドライブ、 CD ドライブ、およぴ 
DVD ドライブからシステ厶基板へケー 
ブルび正し<接続されているか確認し 
ます。 

• 問題び醉決しない揚含は、デルにお問 
し、含わせ<ださい。デルへのお問い含 
わせ方法に関しては、 f ユーヴース方イ 
ド J を参照して<ださし、。 
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ライトパターン 

問題の説明 推奨される化置 

©©©@ 

POST の後、コンピュータは垣萬の動作が特にありません。 

態じあります。 

メモ ： POST のを、コンピュータの動作が 
態び正唐であれば、みしおってひら誇断 
ライトはスフじなります。 


よくあるお問い合わせ （ FAQ ) 


質問 解み方法 その他の情報 


モニター 2台を使用して コンピューデュアルモニター セットアップじな麻 デュアルモニターのコンピュータへの 


夕をセットアップするには？ 

するためじ必要なグラフィックスカー接続方まじ関しては、「コンピュータ 
ドびコンピュータじせいている揚合 のセットアップ（タワー型)」 （99 

は、ホ商時に同 ffl されている Y ケープページ）または「コンピュータのセッ 
ルを取り出します。 Y ケーブルじは、トアップ（デスクトップ型)」 (104 
一端に1つのコネクタびせいており ページ）を参照してくださし、。 

(このコネクタを背面バネルに接続)、 

ちラー端に2つのコネクタびせいてま 
す（これ6のコネクタじモニターケー 
ブルを接続)。タワー型コンピュータ 
じ関しては100ページを、デスク 
トップ型コンピュータじ関しては 

105ページを参照して<ださし、。 

モニターケーブルびコンピュータ背 
面のコネクタじはま6ない場合に、 
モニターを接続するには？ 

グラフィックスカードには DVI コネモニターのコンピュータへの接続方ま 
クタび巧いており、お使いのモニターじ関しては、「コンピュータのセット 
じは VGA コネクタび巧いている場 アップ（タワー型)」 （99 ページ）ま 

含、アダプタを使用する必愛びありまたは「コンピュータのセットアップ 
す。アダプタは出筒時に同捆されてい（デスクトップ型)」 （104 ページ）を 
ます。 参照して<ださい。詳細じついては、 

デルにお問い含むせ< ださい。デルへ 
のお問い含わせの詳細に関しては、 

『ユーザーズガイド J ] を参照して<だ 
さい。 

スピーカーを接続するには？ 

サウンドカードを取りがけている場含詳細じついては、スピーカーじ同栖の 
は、スピーカーをサウンドカードのコマニュアルを参照して<ださい。 

ネクタに接続します。タワー型コン 
ピュータに関しては103ページを、 

デスクトップ型コンピュータに関して 
は108ページを参照してください。 
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質問 


解み方法 


その他の情報 


USB または IEEE 1394デバイスじ 
対麻した正しいコネクタを見つける 
じは？ 


タワー型コンピュータじは、8つの 
USB コネクタが巧いています（前面に 
2つ、巧蔵1つ、背面に5つ)。 

デスクトップ型コンピュータじは、8 
つの USB コネクタびはいており（前 
面に2つ、巧蔵1つ、背面に5つ)、 
オプションで IEEE 1394コネクタが 
前面じあります。このコネクタは、 
IEEE 1394カードをご購入されている 
場含にのみ使用できます。カードを贈 
入する場含は、デルにお問い含わせ< 
ださい 。 IEEE 1394カードの詳細に関 
しては、『ユーザーブガイド J 1 を参照 
して < ださい。 


コンピュータの正面國および背面國 
は、「お使いのコンピュータじついて」 
(109 ページ）を参照して<ださい。 

『ユーザーブガイド J 1 を見つけるじは、 
「情報の横索方法」 （95 ページ）を参 
照して < ださい。 


コンピュータの八ードウエア情報お『ユーザーブガイド J ] じは、コン 
よびその他仕様を参照するには？ ピュータと八ードウエアじついての詳 

細が記載された仕様表があります。 
『ユーザーブガイド J ] を見つけるじは、 
「情報の横索方法」 （95 ページ）を参 
照して < ださい。 


デルヴポートサイト 

5upport.jp.dell.com じアクセス 
して、サポートツールのひとつである 
最新技術じついての巧ワイトぺ一八 一 
をお読み < ださい。 


コンピュータのマニュアルを見つけ次のマニュアルをご利用いただけます。マニュアルをなくした場含は、デルサ 
るじは？ • 『ユーザーブガイド J ] ポートサイト 


• 『製品情報ガイド J ] 

• 『システ厶情報ラべルリ 


5upport.jp.dell.com から取得で 

きます。 


これらのマニュアルを見つけるじは、 
「情報の横索方法」 （95 ページ）を参 
照して < ださい。 
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